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Start of new section

Proposed text needs to be included in the inter-UE Transfer section.
X.X Information of Collaborative Session

X.X.1
General

The Controller UE provides to the user up-to-date information about a Collaborative Session in order to enable the user perform appropriate IUT operations. For this purpose, the Controller UE maintains the following information about a Collaborative Session:

-
All media flows currently existing in this Collaborative Session.

-
UEs associated with the media flows.
X.X.2
Notifications about a Collaborative Session

The following is an example of an information flow where UE-1 (Controller UE) requests from the SCC AS to receive information about a Collaborative Session. When the information of the Collaborative Session is changed, e.g. when a Controllee UE removes its own media flow or the remote party removes the media flow on a Controllee UE, then UE-1 is notified and receives updated information about the Collaborative Session from the SCC AS.
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Figure X.X.2-1 Notification of the information of Collaborative Session

1.
UE-1 becomes a Controller UE in the Collaborative Session, as specified in clause v.v.
2  3.
UE-1 subscribes to the SCC AS to be notified when the information of the Collaborative Session changes.

4 - 5.
The SCC AS provides UE-1 with the current information of the Collaborative Session.
6. 
Information of the Collaborative Session is changed, e.g. when a Controllee UE removes a media flow from the Collaborative Session.

7 - 8.
The SCC AS notifies UE-1 with the updated information of the Collaborative Session.
End of new section
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