Page 1



3GPP TSG-SA2 Meeting #74
(
S2-094378
Shophia-Antipolis, France 06-10 July, 2009
	
CR-Form-v9.6

	CHANGE REQUEST

	

	(

	23.060
	CR
	0889
	(

rev
	-
	(

Current version:
	8.5.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Remove the PTI IE in MS-Initiated Secondary PDP Context Activation Procedure and Modification Procedure using S4

	
	

	Source to WG:
(

	Huawei

	Source to TSG:
(

	S2

	
	

	Work item code:
(

	SAES
	
	Date: (

	30/06/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	In current TS23.060, the SGSN allocates the PTI dynamically in MS-Initiated Secondary PDP Context Activation Procedure or Modification Procedure using S4. While this IE is useless as the network uses the sequence NO. to match the GTP message.

	
	

	Summary of change:
(

	Remove the PTI IE in MS-Initiated Secondary PDP Context Activation Procedure or Modification Procedure using S4.

	
	

	Consequences if 
(

not approved:
	The PTI IE is redundant in MS-Initiated Secondary PDP Context Activation Procedure or Modification Procedure using S4.

	
	

	Clauses affected:
(

	9.2.2.1.1A, 9.2.3.3A, 9.2.3.3B

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	Affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


******************First of  Changes***************
9.2.2.1.1A
Secondary PDP Context Activation Procedure, PDP Creation part, using S4

The procedure described in figure 66a shows only the steps, due to use of S4, that are different from the Gn/Gp variant of the procedure given by clause 9.2.2.1.1.
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Figure 66a: Secondary PDP Context Activation Procedure using S4

NOTE 1:
Steps A, D and E are common for architecture variants with GTP based S5/S8 and PMIP-based S5/S8. For a PMIP-based S5/S8, procedure parts (A1) and (A2) are defined in TS 23.402 [90]. Steps B, C and F concern GTP-based S5/S8.

A)
The SGSN validates the Activate Secondary PDP Context Request using the TI indicated by Linked TI. The same P‑GW and S‑GW addresses are used by the SGSN as for the already-activated PDP context(s) for that TI and PDP address.

NOTE 2:
The EPS Bearer QoS parameters for the traffic flow aggregate are derived from the QoS Release 1999 profile.




The SGSN sends the Bearer Resource Command (IMSI, LBI, EPS Bearer QoS (excluding ARP), TFT, RAT type, Protocol Configuration Options) message to the selected Serving GW. The same Serving GW is used by the SGSN as for the PDP Context identified by the Linked TI received in the Activate Secondary PDP Context Request message.

B)
The Serving GW sends the Bearer Resource Command (IMSI, LBI, EPS Bearer QoS (excluding ARP), TFT, RAT type, Protocol Configuration Options) message to the PDN GW. The Serving GW sends the message to the same PDN GW as for the EPS Bearer identified by the Linked Bearer Id. The PDN GW derives from the RAT type (not indicating E-UTRAN) and the LBI that a new EPS Bearer needs to be established. The PDN GW may interact with PCRF (refer to TS 23.203 [88]). The PDN GW/PCRF may restrict or increase, and negotiate the requested QoS as specified in clause "PDP Context Activation Procedure".

C)
If the request is accepted, the Dedicated Bearer Activation Procedure is invoked to establish a new EPS Bearer by the PDN GW and the PDN GW sends the Create Bearer Request (IMSI,  EPS Bearer QoS, TFT, S5/S8-TEID, LBI, Protocol Configuration Options) message to the Serving GW. If the request for prioritised QoS treatment is not accepted, the PDN GW sends a reject indication, which shall be delivered to the MS. A cause indicates the reason why the request was rejected.

D)
The Serving GW sends the Create Bearer Request (IMSI, EPS Bearer QoS, TFT, UL TEID, LBI, Protocol Configuration Options) message to the SGSN.

E)
The SGSN acknowledges the bearer activation to the Serving GW by sending a Create Bearer Response (EPS Bearer Identity, DL TEID) message. The SGSN sets the EPS Bearer Identity to the same value as the NSAPI for the Bearer associated with the MS. The DL TEID value can be either the SGSN user plane TEID (2G or non-DT 3G) or the RNC user plane TEID.

F)
The Serving GW acknowledges the bearer activation to the PDN GW by sending a Create Bearer Response (EPS Bearer Identity, S5/S8-TEID) message. The PDN GW may interact with PCRF (refer to TS 23.203 [88]).

NOTE 3:
The Serving GW determines that a Create Dedicated Bearer Response belongs to a previously sent Create Dedicated Bearer Request based on protocol specific details as described in TS 29.274 [43].
******************End of Change*****************

******************Second of Changes*************
9.2.3.3A
Request part of MS-Initiated EPS Bearer Modification Procedure using S4

The procedure described in Figure 72c shows only the steps, due to use of S4, which are different from the Gn/Gp variant of the procedures given by clause 9.2.3.3.
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Figure 72c: Request part of MS-Initiated Modification Procedure using S4

NOTE:
Step A is common for architecture variants with GTP based S5/S8 and PMIP-based S5/S8. For a PMIP-based S5/S8, procedure step (A1) is defined in TS 23.402 [90]. Step B concern GTP based S5/S8.

A)
The SGSN identifies the bearer modification scenario that applies and sends the Request Bearer Resource Modification (TEID, IMSI, LBI, EPS Bearer QoS (excluding ARP), TFT, RAT type, Protocol Configuration Options, serving network identity, CGI/SAI, CGI/SAI/RAI change support indication, DL TEID and DL Address, DTI) message to the selected Serving GW.




Bearer modification scenarios are described by table 3A (MS_only mode) and table 3B (MS/NW mode).

B)
The Serving GW sends a message applicable to the situation, either the Request Bearer Resource Modification (TEID, IMSI, LBI, EPS Bearer QoS (excluding ARP), TFT, RAT type, Protocol Configuration Options, serving network identity, CGI/SAI, CGI/SAI/RAI change support indication) message. The Serving GW sends the message to the same PDN GW as for the EPS Bearer identified by the Linked Bearer Id. The RAT-type indicates to the PDN GW that the TEID defines the EPS Bearer, for which the modification was requested.


The PDN GW may interact with PCRF (refer to TS 23.203 [88]). When interacting with PCRF, the PDN GW provides to the PCRF the content of the TFT and the GBR change (increase or decrease) calculated from the current Bearer QoS and the requested Bearer QoS from the MS.


If the TFT operation is modify or delete, then the PDN GW provides to the PCRF the SDF packet filter identifier(s), previously assigned on Gx, that correspond to the received packet filter identifiers of the EPS bearer together with the GBR change, if available.


If the TFT operation is add, the PDN GW provides to the PCRF the new filter(s) together with the GBR change, if available. The PDN GW also includes all SDF packet filter identifier(s), previously assigned on Gx, for this EPS bearer.


If the TFT operation is create, the PDN GW provides to the PCRF the TFT operation add together with the new filter(s) and the GBR change, if available.


If the TFT operation is removal of the TFT, the PDN GW provides to the PCRF the TFT operation delete together with all SDF packet filter identifier(s), previously assigned on Gx, for this EPS bearer.


For MS-only mode, if the Request Bearer Resource Modification contains a modified QoS but does not contain a TFT, the PDN GW provides the GBR change together with all SDF packet filter identifier(s), previously assigned on Gx, for this EPS bearer.

Table 3A: MS-initiated EPS bearer modification, MS_only mode

	
	PDP context modification
use case
	Information provided by UE and NAS signalling
	Information provided by SGSN at S4 signalling
(refer to TS 23.401 [89])

	1
	Add TFT filters and increase QoS
	TFT filters added,
New QoS of the PDP context, 
Linked TI / NSAPI
	
QoS related to EPS Bearer,

TFT filters added,

TEID, EPS Bearer ID

	2
	Increase of QoS,
TFT filters not specified
	New QoS of the PDP context,
Linked TI / NSAPI
	
QoS related to EPS Bearer, 

TEID, EPS Bearer ID

	3
	Add/remove TFT filters, no QoS change
	TFT filters added/removed,
Linked TI / NSAPI
	
TFT filters added/removed,

TEID, EPS Bearer ID

	4
	Remove TFT filters and decrease QoS
	New QoS of the PDP context,
TFT filters removed,
Linked TI / NSAPI
	
QoS related to EPS Bearer,

TFT filters removed, 

TEID, EPS Bearer ID

	5
	Decrease of QoS,
TFT filters not specified
	New QoS of the PDP context,
Linked TI / NSAPI
	
QoS related to EPS Bearer, 

TEID, EPS Bearer ID


Table 3B: MS-initiated EPS bearer modification, MS/NW mode

	
	PDP context modification

use case
	Information provided by UE and NAS signalling
	Information provided by SGSN at S4 signalling
(refer to TS 23.401 [89])

	1
	Add TFT filters and increase QoS
	TFT filters added,

New QoS of the PDP context (NOTE 1),

Linked TI / NSAPI
	
QoS related to EPS Bearer,


TFT filters added,


TEID, EPS Bearer ID

	2
	Increase of QoS related to one or more TFT filter(s)
	New QoS of the PDP context (NOTE 1),

Impacted TFT filter(s),

Linked TI / NSAPI
	
QoS related to EPS Bearer

filters,

Impacted TFT filters,

TEID, EPS Bearer ID

	3
	Increase of QoS,

TFT filters not specified
	Not allowed in MS/NW mode
	Not allowed in MS/NW mode

	4
	Add/remove TFT filters, no QoS change
	TFT filters added/removed,

Linked TI / NSAPI
	
TFT filters added/removed,


TEID, EPS Bearer ID

	5
	Decrease QoS related to one or more TFT filter(s)
	New QoS of the PDP context (NOTE 1),

Impacted TFT filter(s),

Linked TI / NSAPI
	
QoS related to EPS Bearer

filters,


Impacted TFT filters,


TEID, EPS Bearer ID

	6
	Remove TFT filters and decrease QoS
	New QoS of the PDP context (NOTE 1)

TFT filters removed,

Linked TI / NSAPI
	
QoS related to EPS Bearer,

TFT filters removed,


TEID, EPS Bearer ID

	7
	Decrease of QoS,

TFT filters not specified
	Not allowed in MS/NW mode
	Not allowed in MS/NW mode

	NOTE 1:
Only the GBR parameter is forwarded by the SGSN. The modification of the QCI is rejected and the changes to the other QoS parameters are ignored as described in clause 9.2.0.


9.2.3.3B
Execution part of MS-Initiated Modification Procedure using S4

The procedure described in Figure 72d shows only the steps, due to use of S4, that are different from the Gn/Gp variant of the procedures given by clause 9.2.3.3.
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Figure 72d: Execution part of MS-Initiated Modification Procedure using S4

NOTE:
Step B is common for architecture variants with GTP based S5/S8 and PMIP-based S5/S8. For a PMIP-based S5/S8, procedure step (B1) is defined in TS 23.402 [90]. Step A concern GTP based S5/S8.

A)
If the request is accepted, the PDN GW Initiated Bearer Modification Procedure is invoked by the PDN GW to modify the EPS Bearer indicated by the TEID.


The PDN GW updates the TFT and the EPS Bearer QoS to match the aggregated set of service data flows. If the PCRF was contacted, the PDN GW maintains the relation between the SDF packet filter identifier in the PCC rule received from the PCRF and the packet filter identifier of the TFT.


The PDN GW sends an Update Bearer Request (TEID, EPS Bearer Identity, EPS Bearer QoS, APN-AMBR, TFT, Protocol Configuration Options, Prohibit Payload Compression, APN Restriction, CGI/SAI/RAI change report required) message to the Serving GW. 
B)
The Serving GW sends an Update Bearer Request (EPS Bearer Identity, EPS Bearer QoS, TFT, APN AMBR, Protocol Configuration Options, Prohibit Payload Compression, APN Restriction, CGI/SAI/RAI change report required) message to the SGSN.
******************End of Change*****************
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B. Request Bearer Resource Modification
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