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Abstract of the contribution: The transfer of control of a collaborative session from controller UE to controllee UE was identified in Rel-9 (in TR 23.838), but was not specified in Rel-9 due to time constraints. This capability is now the subject of standardization in Rel-10, as part of IUT enhancements WID.
************* Start of new proposed text for TR.8bc ***************
4.
Scenarios

The following scenarios describe the different IUT capabilities:
1.
IUT transfer Collaborative Session control.

2. 
xxx
4.1
IUT transfer Collaborative Session control

In this scenario, UE-1 and UE-2 are in a collaborative session, with UE-1 being the controller UE (i.e. has control of the collaborative session) with video media flow, and UE-2 being the controllee UE with voice media flow. Subsequently UE-1 decides to transfer the Collaborative Session to UE-2. In this process, UE-2 becomes the controller UE (i.e. has control of the collaborative session) while UE-1 becomes the controllee UE with video media flow.
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Figure 4.1-1: An example of media flow and Collaborative Session control transfer


4.2
Controller UE and Controllee UE operations for an existing Collaborative Session

4.2.1
Overview

Table 4.2.1-1 provides an overview of Controller UE and Controllee UE operations.

Table 4.2.1-1 Controller UE and Controllee UE operations

	Operations
	Controller UE
	Controller UE Comment
	Controllee UE
	Controllee UE Comment

	Transfer  Collaborative Session control
	Transfer (in/out) of Collaborative Session control
	Yes
	Only Controller UE can initiate the transfer.
	No
	Controllee UE can request the transfer of Collaborative Session control from controller UE.


4.2.2
Controller UE Operations (Collaborative Session control)

-
The Controller UE can initiate the release of a Collaborative Session. 

4.2.3
Controllee UE Operations (Collaborative Session & media control)

-
The Controllee UE is able to accept or refuse:

-
transfer of Collaborative Session control initiated by the Controller UE, for which the Controllee UE is the target.
4.3
General Principles and Description

<TBD>

5.
Architectural Requirements and Assumptions
5.1
Architectural requirements

The solution shall fulfil the following architectural requirements:

-
The Controller UE shall maintain the Collaborative Session control for the session until the session is released or until the Collaborative Session control is transferred to another UE.
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