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5.1
Reference architecture

This specification introduces an additional CSCF role to those defined in the IMS architecture TS 23.002 [12], called Emergency CSCF (E‑CSCF), see figure 5.1.
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Figure 5.1: E‑CSCF in reference architecture

NOTE 1:
P‑CSCF, EATF and E-CSCF are always located in the same (serving) network; this is the visited network when the UE is roaming.

NOTE 2:
For simplicity, not all functional components, e.g. IBCF, MGCF and BGCF, are shown in this figure.

NOTE 3:
Based on local policy, the E‑CSCF can route the emergency IMS session to the PSAP via an ECS. See the details in Annex D.

5.2
Reference points

The E‑CSCF uses Mw, Mr, Mg, Mi, Ml, Mm and I4 reference points to connect to other IMS entities.

I4 is a reference point between an E-CSCF and an EATF. See TS 23.237 [32].

I5 is a reference point between an I-CSCF and an EATF. See TS 23.237 [32].
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6.2.4
Serving‑CSCF

When the S‑CSCF receives an Emergency Registration, the S‑CSCF determine the duration of the registration by checking the value of the Expires header in the received REGISTER request and based on local policy of the serving system.

NOTE:
The value of the emergency registration time is subject to national regulation and can be subject to roaming agreements.

\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/
NEXT CHANGE
/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\

6.2.X
Interrogating‑CSCF
I-CSCF supports IMS emergency session continuity which is specified in TS 23.237 [32].
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