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Abstract of the contribution:

This P-CR provides inputs material for the clause 'Architecture reference model' of the IP Flow Mobility TS
******************* Next Changes *********************

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[x]
3GPP TS 23.234: "3GPP System to Wireless Local Area Network (WLAN) Interworking; System Description".

******************* Next Changes *********************

4.2
Architecture reference model

4.2.1
Non-roaming architecture

The baseline architecture reference model for IP flow mobility when EPS is deployed in the non roaming case is specified in TS 23.402 [3].

The baseline architecture reference model for IP flow mobility when I-WLAN mobility is deployed in the non roaming case is specified in TS 23.327 [4].

The baseline Non-roaming architecture for I-WLAN is specified in TS 23.234 [x]. 

The baseline Non-roaming architecture for ANDSF is specified in TS 23.402 [3]. 
4.2.1
Roaming architecture

The baseline architecture reference model for IP flow mobility when EPS is deployed in the roaming case is specified in TS 23.402 [3].

The baseline architecture reference model for IP flow mobility when I-WLAN mobility is deployed in the roaming case is specified in TS 23.327 [4].

The baseline roaming architecture for I-WLAN is specified in TS 23.234 [x]. 

The baseline roaming architecture for ANDSF is specified in TS 23.402 [3]. 

******************* end of  Changes *********************
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