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	In Rel9, operator can implement the LCS together with the CS fallback, however, the current specification does not provide the mechanism that the UE can stay in LTE and enjoy the LCS over LTE service when EPC-MO-LR is activated, i.e.  when EPC-MO-LR initiated, UE will automatically perfrom the CS fallback procedure.

Therefore, Rel9 specificaion needs to be update to give the UE to judge wehter to initiate the CS-Fallback when initiating the EPC-MO-LR in LTE.
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	When MO-LR procedure is triggred by UE’s application, UE will checks the LCS Support Indication provided by the Attach and TAU procedures as specified in TS23.401 [2]: 
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Start of 1st Change
8.3
Location Services (LCS)

8.3.1
MO-LR procedure

MO-LR procedure in the CS fallback in EPS is performed as specified in TS 23.271 [8].
When the MO-LR procedure is triggered by the UE’s application, UE will check the LCS Support Indication provided by the Attach and TAU procedures as specified in TS 23.401 [2]: 

·    If the LCS Support Indication indicates EPC-MO-LR is supported, and if the UE supports EPC-MO-LR, the UE stays in LTE and initiates the EPC-MO-LR procedure.

·    Otherwise, if the LCS Support Indication indicates CS-MO-LR is supported, and the UE supports CS-MO-LR, the UE assumes CS-MO-LR is provided.

·    Otherwise, the UE shall not attempt the EPC-MO-LR procedure. 
If the UE decided to initiate the CS Fallback for the LCS based on LCS Support Indication check, then, the following is applied:
·    When UE is in active mode, UE and the network follows the procedure in clause 6.2 "Mobile Originating Call in Active-Mode". After UE changes its RAT from E-UTRAN to UTRAN/GERAN, it performs CS-MO-LR procedures as specified in TS 23.271 [8].

·    When UE is in active mode but there's no need for PS-Handover, then UE and the network follows the procedure in clause 6.3 "Mobile Originating Call in Active Mode - No PS HO Support in GERAN". After UE changes its RAT from E-UTRAN to UTRAN/GERAN, it performs CS-MO-LR procedure as specified in TS 23.271 [8].
·    When UE is in idle mode, UE follows the procedure in clause 6.4 "Mobile Originating Call in Idle Mode". After UE changes its RAT from E-UTRAN to UTRAN/GERAN, it performs CS-MO-LR procedure as specified in TS 23.271 [8].
End Changes
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