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Abstract of the contribution: This contribution proposes to add details to the general MTC monitoring solution for the particular actions performed in case of a monitoring event.
Discussion

TS 23.888 section 6.9.2 describes the general solution for the MTC Monitoring key issue. It is described that when any event is detected, the network may also trigger actions accordingly, e.g. reduce services provided to the MTC Device or restrict access of the MTC Device or detach the MTC Device completely. When a default action is predefined, the network triggers the default action, otherwise the network acts according to the indication from the MTC Server.

Details of the actions are still missing, for example what kind of procedure is initiated to reduce the service provided to the MTC Device. Therefore, this contribution proposes to add details about the particular actions to the TR.

Proposal
It is proposed to insert the following text to the clause 6.9.2 of the TR23.888:
Start of Change

6.9.2
General

The MTC Monitoring events are configured in the HLR/HSS as part of the MTC subscription. The related criteria (e.g. the mapped IMSI/IMEI or the allowed location area) for reporting purpose are configured together with the event as well unless the event type is self explanatory, e.g., loss of connectivity. For those configured MTC Monitoring events, default action can be predefined as well, e.g. detaching the MTC Device when the IMEI and IMSI are not mapped.
According to the requirement, the following MTC Monitoring events shall be configured in the HLR/HSS:

· Monitoring the association of the MTC Device and UICC

In this case, the HLR/HSS shall also configure the mapped IMSI and IMEI as the criteria together with this event.

· Monitoring the alignment of the MTC feature

In this case, the activated MTC features for the special MTC Device, which is configured in the HLR/HSS as part of the MTC subscription, apply for this monitoring event.

· Monitoring change in the point of attachment

In this case, the allowed location information may also need to be configured as the criteria in the HLR/HSS (e.g. the Low Mobility feature is also activated for the MTC Device).

· Monitoring loss of connectivity
The network shall be able to detect such configured MTC monitoring events. The following alternatives (i.e. solution 1 to solution 3) can be used for the detecting purpose.

Editor’s Note: It is FFS whether other alternatives can be used for the event detecting purpose.

Editor’s Note: It is FFS whether MTC Device can be used for assisting in MTC monitoring.
Editor’s Note: It is FFS whether other MTC monitoring events can be configured.
When such event is detected, the network shall be able to report to the MTC Server and/or MTC User. The following alternatives (solution 4 to solution 7) can be used for the reporting purpose.

Editor’s Note: It is FFS for whether other alternatives can be used for the reporting purpose.
When any event is detected, the network may also trigger MTC Monitoring actions accordingly, e.g. reduce services provided to the MTC Device or restrict access of the MTC Device or detach the MTC Device completely. When a default action is predefined, the network triggers the default action, otherwise the network acts according to the indication from the MTC Server.
When the MTC monitoring action “reduce services provided to the MTC device” is triggered, the SGSN initiates the PDP Context Modification procedure or the MME initiates the Modify Bearer Command to the Serving GW with included modified QoS parameters for the reduced service. 

When the MTC monitoring action “restrict access of the MTC Device” is triggered, in order to restrict the access of an MTC Device in idle mode, the SGSN rejects the Routing Area Update procedure or the MME rejects the Tracking Area Update procedure initiated by the MTC device. In order to restrict the access of an MTC Device in active mode, the SGSN or MME informs the RAN about the access restriction during the attach procedure or TAU/RAU procedure. The RAN restricts the handover only to allowed locations.

When the MTC monitoring action “detach the MTC Device” is triggered, the SGSN or MME initiates the Detach procedure.
Editor’s Note: It is FFS whether the MTC Server/User can dynamically provide the action indication.
Editor’s Note: How to handle the roaming scenario for this monitoring key issue is FFS.

Editor’s Note: How to obtain the MTC Server address for reporting is FFS.
End of Change
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