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5.3.2
MSC Server enhanced for E-UTRAN/UTRAN (HSPA) and 3GPP UTRAN/GERAN SRVCC

In addition to the standard MSC Server behavior defined in TS 23.002 [15], an MSC Server which has been enhanced for SRVCC provides the following functions as needed for support of SRVCC:

-
Handling the Relocation Preparation procedure requested for the voice component from MME/SGSN via Sv reference point;

-
Behaving as MSC Server enhanced for ICS as defined in TS 23.292 [13] if supported and when ICS flag is received via Sv reference point;

-
Invoking the session transfer procedure or emergency session transfer procedure from IMS to CS as according to TS 23.237 [14];

-
Coordinating the CS Handover and session transfer procedures;

-
Handling the MAP_Update_Location procedure without it being triggered from the UE;

-
In case of an emergency session, conditionally sending a MAP Subscriber Location Report to a GMLC to support location continuity according to TS 23.271 [29].
An MSC Server enhanced for SRVCC, if also supporting procedures as specified in TS 23.272 [X], releases the SGs association for the UE after handover is complete.
Next Change
5.3.3
MME

5.3.3.1
Interworking with 3GPP2 1xCS IWS

If the MME (operator) supports interworking to 3GPP2 1xCS, the MME shall follow the rules and procedures described in TS 23.402 [3] with the following additions and clarifications:

-
To be a signalling tunnelling end point towards the 3GPP2 1xCS IWS for sending/receiving encapsulated 3GPP2 1xCS signalling messages to/from the UE, which are encapsulated in S1-MME S1 Information Transfer messages (TR 36.938 [7]).

-
release of the E-UTRAN resources after SRVCC to the 3GPP2 1xCS is completed.

-
include information to enable 3GPP2 network to determine emergency session.

-
insert the equipment identifier during the handover procedure for the case UE operating in limited service mode.

5.3.3.2
Interworking with 3GPP MSC Server enhanced for SRVCC

5.3.3.2.1
Interworking with 3GPP MSC Server enhanced for SRVCC

If the MME (operator) supports the interworking to 3GPP CS, the MME shall follow the rules and procedures described in TS 23.401 [2] with the following additions and clarifications:

-
Performing the PS bearer splitting function by separating the voice PS bearer from the non-voice PS bearers.

-
Handling the non-voice PS bearers handover with the target cell as according to Inter RAT handover procedure as defined in TS 23.401 [2].
-
Initiating the SRVCC handover procedure for handover of the voice component to the target cell via the Sv interface and including an emergency indication if this is an emergency session. This procedure is only triggered once regardless of the number of voice bearers (i.e. QCI=1) that are in use by the UE. If there are multiple voice bearers and one of those is for IMS emergency session then MME shall only execute the SRVCC for emergency.
-
Coordinating PS handover and SRVCC handover procedures when both procedures are performed.
-
Sending the equipment identifier to the MSC Server during the handover procedure for the case of UEs operating in limited service mode.

-
In case of an emergency session, conditionally sending a Subscriber Location Report to a GMLC to support location continuity according to TS 23.271 [29].

5.3.3.x
Interworking with CS fallback and/or SMS over SGs enabled MSC 
The MME, if also supporting procedures as specified in TS 23.272 [X], releases the SGs association for the UE after handover is complete.
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