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Abstract of the contribution:

This contribution focuses on MAPCON aspects in the architectural requirements for Building Block I. 

1. Introduction

The aspect on Multi-access PDN Connectivity should be covered in Building Block I, according to BBAI Work Item description. MAPCON aspects had specified in TS 23.401 and TS 23.402 as the Release 10. 

This contribution focuses on MAPCON aspects in the architectural requirements for Building Block I. 
Additionally the reference numbers are fixed as the minor correction.

2. Proposal
The following changes are proposed in TR 23.839.

* * * First Change * * * *

5.1.1 
Architectural requirements and assumptions for building block I

The interworking architecture is based EPC reference architecture defined in TS 23.401 [2] and TS 23.402 [3] and on BBF access network defined by BBF TR-058 [7], BBF TR-101 [8], WT-134 [11]. 

The interworking architecture supports trusted and untrusted model for the host-based mobility (S2c) and the network based mobility for the untrusted model based on s2b. The trusted/untrusted Non-3GPP access network detection is performed as defined in clause 4.1.4 of TS 23.402.

The architecture supports an UE simultaneously connected to the EPC via more than one access network for the same PDN connection as defined in TS 23.261 [9].


The architecture supports an UE that is capable of routing simultaneously active PDN connections to different APNs through different access networks as defined in TS 23,401 [2] and TS 23.402 [3].
The architecture supports the scenario of a single network operator deploying both the 3GPP EPC and the BBF access network and the scenario of two network operators one deploying the 3GPP EPC network and one deploying only the Broadband Forum Access network. Furthermore the architecture supports the roaming scenario between two PLMN operators.

The architecture supports local breakout of traffic in the EPC network whether a roaming subscriber is accessing the EPC via a 3GPP or a non 3GPP access network according to the design principles described in clause 4.1 of TS 23.401. 

The reference architecture for the support of HeNB is defined in TS 23.401 and TS 36.300 [13], for the support of HNB in TS 23.060 and TS 24.467 [12] 

Editor’s Note: The reference architecture for LIPA and SIPTO for local network is under study in TR 23.829, so the inclusion in this reference architecture is FFS.
* * * Next Change * * * *

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

3GPP Femto:  Refers to the HNB and HeNB NEs as defined by 3GPP. The HNB GW is always required for the HNB architecture while the HeNB GW is option for the HeNB.  

* * * Next Change * * * *

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ANDSF
Access Network Discovery and Selection Function

BBF
Broadband Forum

BRAS
Broadband Remote Access Server

BNG
Broadband Network Gateway

BPCF
Broadband Policy Control Function

DSMIPv6
Dual-Stack MIPv6

EPC
Evolved Packet Core

ePDG
Evolved Packet Data Gateway

EPS
Evolved Packet System

H‑ANDSF
Home-ANDSF

MME
Mobility Management Entity

P‑GW
PDN Gateway

PMIP/PMIPv6
Proxy Mobile IP version 6

RG
Residential Gateway

S‑GW
Serving GW

V‑ANDSF
Visited-ANDSF
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