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Abstract of the contribution: This contribution proposes a definition of “unmodified UE”.
Introduction
The SaMOG work has been phased into: 1) work on solution(s) without UE impact, and 2) work on solution(s) with UE impact. A recurring discussion topic is what is meant with “no UE impact”. Or, in other words, “what is an unmodified UE”? It is proposed that:
In the context of the SaMOG work, an unmodified UE is a UE that complies to the following requirements:
1. The UE supports IEEE Std 802.11-2007.

2. The UE is capable of performing 3GPP-based access authentication as defined in TS 23.402 section 4.9.1 (i.e access authentication towards EPC).

3. The UE is capable of sending an attach trigger. Possible attach triggers are defined in section 7.1.
Proposal
It is proposed to add the following to TR 23.852.
*** First Change ***

5.2.1
Assumptions for solutions with no Impact to the UE

The solutions that enable trusted WLAN access to EPC over S2a without any UE impact shall comply with the following architectural assumptions:

· There shall be no functionality added to a R11 UE with respect to a R10 or pre-R10 UE specifically for the support of trusted WLAN access to EPC over S2a.
· No additional 3GPP mechanisms (other than those already specified), layer 2 protocol modifications or layer 3 protocol modifications shall be required on the UE to allow a UE capable of WLAN connectivity to a trusted WLAN network to gain WLAN access to EPC through S2a.

· There shall be no impact to the UE for the indication of the APN of the PDN to be established upon attach or upon handover of a PDN connection from a 3GPP access to trusted WLAN through S2a. The network shall be capable of selecting the APN to be used for the PDN establishment upon attach, independently of whether one or more PDN connections with such APNs are active over a 3GPP access.

· There shall be no impact to the UE for the support of IP address preservation in case of mobility between a 3GPP access and WLAN.

· There shall be no impact to the UE for the establishment of more than one PDN connections over WLAN when attaching to WLAN access or when handing over PDN connections from a 3GPP access.

· There shall be no impact to the UE for the simultaneous support of IP connectivity to the EPC over WLAN and with non-seamless WLAN offload.

The above list is non-exhaustive.

In the context of the SaMOG work, an unmodified UE (i.e. no impact to the UE) is a UE that complies to the following requirements:

1. The UE supports IEEE Std 802.11-2007 [5].

2. The UE is capable of performing 3GPP-based access authentication as defined in TS 23.402 [3] section 4.9.1 (i.e access authentication towards EPC).

3. The UE is capable of sending an attach trigger. Attach triggers are defined in section 7.1.
*** End of Contribution ***
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