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Abstract of the contribution: This contribution proposes a conclusion to the study of support of trusted WLAN access to EPC over S2a without UE impact for normative release 11 specification work.
Begin Changes

9
Conclusion
Editor’s Note: This clause will provide conclusions with respect to what further specification work is required in order to provide the feature of S2a mobility based on GTP and WLAN access to EPC with UE impact.
9.x
Interim conclusions for release 11 specification work

This clause contains the agreed conclusions corresponding to the study of support of trusted WLAN access to EPC over S2a without UE impact. For the purpose of supporting trusted WLAN access to EPC over S2a, 3GPP Release 11 specifications should be enhanced as follows:
· The solution 2 described in subclause 7.1.2 is selected to serve as the basis for the normative specifications of trusted WLAN access to EPC over S2a as follows:

· The reference model description contained in subclause 7.1.2.1 will be included in 3GPP TS 23.402;

· The network elements description contained in subclause 7.1.2.2 will be included in 3GPP TS 23.402;

· The reference points description contained in subclause 7.1.2.3 will be included in 3GPP TS 23.402;

· The procedures description contained in subclause 7.1.2.4 will be included in 3GPP TS 23.402;

· The description contained in subclause 7.1.2.2 will be included in 3GPP TS 23.402;

· The aspects of solution 1 described in subclause 7.1.1 that are equally applicable to solution 2 will be included in the normative specifications of trusted WLAN access to EPC over S2a as follows:
· Considerations on the use of distinct SSIDs for Trusted WLAN access to EPC over S2a  vs. regular WLAN access that does not afford the UE access to the EPC as described in subclause 7.1.1.4.
· Considerations on the Trusted Non-3GPP WLAN Access Network tunnelling traffic from/to the UE via the EPC or not, based on negotiation with the AAA server. 
· Any other aspects that does not pertain to how the UE attach and detach procedures are triggered and/or enforced by the Trusted WLAN Access Network. 
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