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Abstract of the contribution: This contribution makes some modifications to the content delivery termination procedure.
Discussion:
According to the current content delivery termination procedure, the UE shall notify the Tracker AS to remove itself from all related Peer lists after it terminates the existing P2P session. However, the UE could still provide contents to the others as long as the UE and its contents are still on registration, so there’s no need to delete UE from the related swarm or peer lists in this procedure.
This contribution proposes to make related modification to that part.
Proposal:
It is proposed to accept the following changes to TR 23.844.

Start of the 1st Change
6.1.4.2.3
Content Delivery Termination Procedure
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Figure 6.1.4.2.3-1: Content Delivery Termination Procedure for alternative 1

When the IMS P2P CDS UE terminates the existing P2P session, e.g. due to switching to another content or closing the programme, it releases all the current P2P media connections.
Editor’s Note: As long as the UE is registered in the IMS and its content is registered in the Tracker AS, it could still act as a peer and provide its content to the others even if it stops to retrieve contents from the other peers.  
1~2
The IMS P2P CDS UE releases all the current P2P media connections. 
3~6
The IMS P2P CDS UE terminates the existing P2P session through SIP Bye message.

  End of First Change
Start of the 2nd Change
6.2.4.2.3
Content Delivery Termination Procedure
=
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Figure 6.2.4.2.3-1: Content Delivery Termination Procedure for alternative 2

When the IMS P2P CDS UE terminates the existing P2P session, e.g. due to switching to another content or closing the programme, it releases all the current P2P media connections.
Editor’s Note: As long as the UE is registered in the IMS and its content is registered in the Tracker AS, it could still act as a peer and provide its content to the others even if it stops to retrieve contents from the other peers.  
1~12
The IMS P2P CDS UE releases all the current P2P media connections. 
13~16
UE terminates the existing P2P session, the same defined in sub-clause 6.1.4.2.3-1.

Editor’s Note: It is FFS whether signalling messages between UE Peer and Network Peers shall traverse IMS core.
Editor’s Note: It is FFS in which way the above message delivery can utilize SIP signalling.

  End of Second Change
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