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Abstract of the contribution: this document describes a possible IP-PBX Termination call alternative to realize the requirements of BusTI WID under eIBCF architecture.
6.X
Termination Session Setup
Figure 6.X shows the Termination procedure applies to IP-PBX user under eIBCF architecture.
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Figure 6.X: Session set up for Termination eIBCF alternative

1. I-CSCF receives a call from the network.

2. The I-CSCF performs Location Query procedure with the HSS to acquire the S‑CSCF address or the S‑CSCF capabilities of the destination user, including the user identity.

3.The HSS returns the diameter IP-PBX data (i.e. the IP-PBX ID) and the S‑CSCF address/capabilities to the I‑CSCF according to user identity.
4. I‑CSCF forwards the INVITE request, including the IP-PBX ID, towards the selected S‑CSCF from the query.

5-6. The S‑CSCF sends Cx-Put/Cx-Pull to the HSS. The HSS then return the information flow Cx-Put Resp/Cx-Pull Resp (user information, including the binding data of user identity and eIBCF address) to the S‑CSCF. The S‑CSCF shall store it. This completes the registration simulation procedures on the S-CSCF side.

7. The SIP INVITE request is forwarded to the Representative AS according to the service logic, e.g., iFC evaluation at the S‑CSCF.
8-9. The INVITE is processed by the Application Server. The AS retrieves user information from HSS and returns the INVITE to the S‑CSCF.

10. The S‑CSCF routes the INVITE request to eIBCF based on the binding data of user identity and eIBCF received from HSS.

11. The eIBCF forwards the INVITE request to IP-PBX according to data configuration or DNS query.

12-x. The following session is progressed as normal procedure as per TS23.228.
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