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Abstract of the contribution:

This contribution describes the interface enhancements for architecture #1 and proposes text to clause 6.1.3 of the TR 23.862.

Proposal

It is proposed to include the following in clause 6.1.3 of TR 23.862.

(1) Rx;
(2) Mh;
(3) Mo;

(4) Mf.

First Change

6.1.3 Interface Enhancements
6.1.3.X Rx
For the non-roaming cases of MNO owned and collaborative DAP and the home-routed roaming case, no enhancement on Rx interface is required.

Editor’s Note: It is FFS on Rx interface enhancements for the non-roaming case of non-collaborative DAP and the local breakout roaming case.
6.1.3.Y Mh

This is a new interface between non-IMS AS and HSS-FE, which is functionally similar with Ud interface and needs to be described in s new TS 23.xxx and further specified by stage 3.
6.1.3.Z Mo

This is a new interface between non-IMS AS and OCS, which is functionally similar with Ro interface and needs to be described in TS 32.240 and possibly TS 32.299. It is FFS by 3GPP SA5
6.1.3.W Mf
This is a new interface between non-IMS AS and OFCS, which is functionally similar with Rf interface and needs to be described in TS 32.240 and possibly TS 32.299. It is FFS by 3GPP SA5.
End of Changes
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