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	In WORM TR phase, it has been agreed to adopt solution 2 for Key Issue 2 scenario 1, i.e. loss of bearers during inter-RAT 3GPP PS handover. In solution 2:
In this solution, it is assumed that the device adopts implementation-dependent mechanism to determine that, upon release of the bearers corresponding to a PDN connection, the device may not release the EPS bearer context for such PDN connection if ANDSF policies indicate that WLAN is preferable and, if WLAN is connected and available, can be used for the PDN connection. In this case, the device may trigger the handover of such PDN connection to WLAN.
Although basically this solution is implementation dependent, it’s better to add a note to the normative specification to reflect the idea of the solution and the WORM feature.
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	Add a note in general descripiton of inter-RAT HO to say that the UE may trigger the handover of one or more IP flows to WLAN based on ANDSF policy after receiving the Handover Command.
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	Service may be disrupted during inter-RAT 3GPP handover in spite that related IP flows can be moved to WLAN to avoid such disruption.
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First change

5.5.2
Inter RAT handover

5.5.2.0
General

During Inter RAT handover indirect forwarding may apply for the dowlink data forwarding performed as part of the handover. From its configuration data the MME knows whether indirect forwarding applies and it allocates a dowlink data forwarding path on a Serving GWs for indirect forwarding. From its configuration data the S4 SGSN knows whether indirect forwarding applies and it allocates dowlink data forwarding paths on Serving GWs for indirect forwarding. It is configured on MME and S4 SGSN whether indirect dowlink data forwarding does not apply, applies always or applies only for inter PLMN inter RAT handovers.

For inter-PLMN handover to a CSG cell, if the source MME/S4-SGSN has the CSG-ID list of the target PLMN, the source MME/S4-SGSN shall use it to validate the CSG membership of the UE in the target CSG cell. Otherwise, based on operator's configuration  the source MME/S4-SGSN may allow the handover by validating the CSG membership of the UE  in the target CSG cell using the CSG-ID list of the registered PLMN-ID. If neither the CSG-ID list of the target PLMN nor the operator's configuration permits the handover, the source MME/S4-SGSN shall reject the handover due to no CSG membership information of the target PLMN-ID

NOTE 1:
Inter-PLMN handover to a CSG cell in a PLMN which is not an equivalent PLMN for the UE is not supported.

NOTE 2:
Inter-PLMN handover to a CSG cell of an equivalent PLMN is only supported if the CSG-ID of the cell is in the CSG-ID list of both equivalent PLMNs.
NOTE 3:  Upon bearer loss, etc during inter-RAT 3GPP handover, the UE may adopt an implementation dependent mechanism to trigger the handover of one or more IP flows to WLAN based on ANDSF policy after receiving the Handover Command. 
End of change
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