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*************** First Change **********************

5.3.6
Network Management Functions

5.3.6.1
General

Network management functions provide mechanisms to support O&M functions related to GPRS.
5.3.6.1a
GTP-C signalling based Load and Overload Control 

The S4-SGSN may support GTP-C based Load Control feature for enhanced GW selection procedures as described in TS 23.401 [89] section 4.3.7.1a.1.

The S4-SGSN may support GTP-C signalling based Overload Control feature as described in TS 23.401 [89] section 4.3.7.1a.2.

For details on the applicability and use of Load and Overload Control feature for PDN GW and Serving GW, see TS 23.401 [89], section 4.3.7.1a "GTP-C signalling based Load and Overload Control".
*************** Second Change **********************

5.3.7
Selection functions

5.3.7.1
SGW/PGW/GGSN selection function (3GPP accesses)

The SGSN supporting both S4 and Gn/Gp shall support selection of SGW/PGW and GGSN.

The Gn/Gp SGSN shall support selection of GGSN and may optionally support selection of PGW.

For a given UE, the SGSN shall select the same GGSN/PGW for all the PDP contexts belonging to the same APN.

At PDP Context activation, it shall be possible for SGSN to use:

-
the UE capability (as indicated in the MS Network Capability); and

-
the configuration about the roaming agreement for E-UTRAN with the HPLMN of the UE,

as input to select GGSN, or a SGW and PGW.

It shall be possible to configure the selection function on the SGSN to give priority towards SGW/PGW for E-UTRAN capable UEs, and GGSN for non E-UTRAN capable UE.

It shall also be possible to configure the selection function on the SGSN to select GGSN/PGW using Gp when there is no roaming agreement for E-UTRAN with the HPLMN of the UE.

NOTE:
EPS-based mobility to non-3GPP accesses is only possible if the SGSN selects a PDN GW.
The S4-SGSN supporting GTP-C Load Control feature performs enhanced PDN GW selection as described in the clause 4.3.8.1 "PDN GW selection function (3GPP access)" of TS 23.401 [89].

5.3.7.2
Serving GW selection function

The Serving GW selection function is described in the clause "Serving GW selection function" of TS 23.401 [89].

*************** End Change **********************
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