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	An important parameter in avoiding key request implosion problem is the key lifetime. The UEs can for example spread the key requests randomly over the lifetime of the key.  If the UEs have no knowledge of the key lifetime, they will most probably request the key when it changes in the multicast data, thereby causing a peak of key requests. 

It is also seen beneficial to be able to send many keys to the UE in one batch. This can for example decrease the key signalling load, decrease the risk for peaks in key requests and also enable various charging schemes. 
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	Add a requirement on key lifetime to TS 33.246.

Add a requirement on possibility of sending a batch of keys to TS 33.246.
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4.1.4
Requirements on MBMS Key Management

R5a:
The transfer of the MBMS keys between the MBMS key generator and the UE shall be confidentiality protected.

R5b:
The transfer of the MBMS keys between the MBMS key generator and the UE may be integrity protected.

R5c:
The UE and MBMS key generator shall support the operator to perform re-keying as frequently as it believes necessary to ensure that:

-
users that have joined a multicast service, but then left, shall not gain further access to the multicast service without being charged appropriately;

-
users joining a multicast service shall not gain access to data from previous transmissions in the multicast service without having been charged appropriately;

-
the effect of subscribed users distributing decryption keys to non-subscribed users shall be controllable.
R5d:
Only authorized users that have joined an MBMS multicast service shall be able to receive MBMS keys delivered from the MBMS key generator.

R5e:
The MBMS keys shall not allow the BM-SC to infer any information about used UE-keys at radio level (i.e. if they would be derived from it).

R5f:
All keys used for the MBMS service shall be uniquely identifiable. The identity may be used by the UE to retrieve the actual key (based on identity match, and mismatch recognition) when an update was missed or was erroneous/incomplete.

Editor's note:
If ptm re- keying is used, the keys shall be delivered in a reliable way. Ptp re-keying is assumed to be reliable.
R5g:
The BM-SC shall be aware of where all MBMS specific keys are stored in the UE (i.e. ME or UICC).

R5h:
A UICC, realizing the function of providing session keys for decrypting the streaming data at the UE, shall only give session keys back to the UE if the input values used for obtaining the session keys were fresh (have not been replayed) and came from a trusted source.
R5i:
There shall be a lifetime value associated to a high MBMS level key in order to support mechanisms that prevent all UEs from requesting the new high- level key simultaneously. This key lifetime shall be communicated to the UE with the associated key.
R5j:
It shall be possible for the keying mechanism to send many keys (a batch of keys) with one keying message to the UE in order to decrease signalling load in the network and to support load balancing in key requests and different possible charging schemes.
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