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*** start of changes ***
5.1
Secure access to IMS

5.1.1
Authentication of the subscriber and the network

Authentication between the subscriber and the network shall be performed as specified in clause 6.1.

An IM-subscriber will have its subscriber profile located in the HSS in the Home Network. The subscriber profile will contain information on the subscriber that may not be revealed to an external partner, cf. TS 23.228 [3]. At registration an S‑CSCF is assigned to the subscriber by the I‑CSCF. The subscriber profile will be downloaded to the S‑CSCF over the Cx-reference point from the HSS (Cx-Pull). When a subscriber requests access to the IP Multimedia Core Network Subsystem this S‑CSCF will check, by matching the request with the subscriber profile, if the subscriber is allowed to continue with the request or not i.e. Home Control (Authorization of IM-services).

All SIP-signalling will take place over the PS-domain in the user plane i.e. IP Multimedia Core Network Subsystem is essentially an overlay to the PS-domain. Hence the Visited Network will have control of all the subscribers in the PS-domain i.e. Visited Control (Authorization of bearer resources) since the Visited Network provides the subscriber with a transport service and its associated QoS.

For IM-services a new security association is required between the UE and the IMS before access is granted to IM-services.

The mechanism for mutual authentication in UMTS is called UMTS AKA. It is a challenge response protocol and the AuC in the Home Stratum derives the challenge. A Quintet containing the challenge is sent from the Home Stratum to the Serving Network. The Quintet contains the expected response XRES and also a message authentication code MAC. The Serving Network compares the response from the UE with the XRES and if they match the UE has been authenticated. The UE calculates an expected MAC, XMAC, and compares this with the received MAC and if they match the UE has authenticated the Serving Network.

The AKA-protocol is a secure protocol developed for UMTS and the same concept/principles will be reused for the IP Multimedia Core Network Subsystem, where it is called IMS AKA.

NOTE:
Although the method of calculating the parameters in UTMS AKA and IMS AKA are identical, the parameters are transported in slightly different ways. In UMTS, the UE’s response RES is sent in the clear, while in IMS RES is not sent in the clear but combined with other parameters to form an authentication response and the authentication response is sent to the network (as described in RFC 3310 [17]).

The Home Network authenticates the subscriber at anytime via the registration or re-registration procedures.
5.1.2
Re-Authentication of the subscriber

Initial registration shall always be authenticated. It is the policy of the operator that decides when to trigger a re-authentication by the S‑CSCF. Hence a re-registration might not need to be authenticated.

A SIP REGISTER message, which has not been integrity protected at the first hop, shall be considered as initial registration.

The S‑CSCF shall also be able to initiate an authenticated re-registration of a user at any time, independent of previous registrations.
5.1.3
Confidentiality protection

Possibility for IMS specific confidentiality protection shall be provided to SIP signalling messages between the UE and the P‑CSCF. Operators shall take care that the deployed confidentiality protection solution and roaming agreements fulfils the confidentiality requirements presented in the local privacy legislation. The following mechanisms are provided at SIP layer:

1.
The UE shall always offer encryption algorithms for P‑CSCF to be used for the session, as specified in clause 7.

2.
The P‑CSCF shall decide whether the IMS specific encryption mechanism is used. If used, the UE and the P‑CSCF shall agree on security associations, which include the encryption key that shall be used for the confidentiality protection. The mechanism is based on IMS AKA and specified in clause 6.1.

Confidentiality between CSCFs, and between CSCFs and the HSS shall rely on mechanisms specified by Network Domain Security in TS 33.210 [5] and can use the authentication framework in TS 33.310 [24].
5.1.4
Integrity protection

Integrity protection shall be applied between the UE and the P‑CSCF for protecting the SIP signalling, as specified in clause 6.3. The following mechanisms are provided.

1.
The UE and the P‑CSCF shall negotiate the integrity algorithm that shall be used for the session, as specified in clause 7.

2.
The UE and the P‑CSCF shall agree on security associations, which include the integrity keys, that shall be used for the integrity protection. The mechanism is based on IMS AKA and specified in clause 6.1.

3.
The UE and the P‑CSCF shall both verify that the data received originates from a node, which has the agreed integrity key. This verification is also used to detect if the data has been tampered with.

4.
Replay attacks and reflection attacks shall be mitigated.

Integrity protection between CSCFs and between CSCFs and the HSS shall rely on mechanisms specified by Network Domain Security in TS 33.210 [5] and can use the authentication framework in TS 33.310 [24].
NOTE 1:
TLS is mandatorily supported by SIP proxies according to RFC 3261 [6], and operators may use it to provide confidentiality and integrity inside their networks instead of or on top of IPsec, as the intra-domain Za interface is optional, and TLS may also be used between IMS networks on top of IPsec. It should be pointed out, that the 3GPP specifications do not ensure backward compatibility  betweenCSCFs that do not support TLS and those CSCFs and other networks that do support it.. These management and capability issues need then to be solved by manual configuration of the involved operators. If TLS is to be applied then the authentication framework in TS 33.310 [24] can be used.
*** next changes ***
Annex J (informative):
Recommendations to protect the IMS from UEs bypassing the P‑CSCF

After the UE does a successful SIP REGISTER with the P‑CSCF, malicious UE could try to send SIP messages directly to the S‑CSCF. This could imply that the UE would be able to bypass the integrity protection provided by IPSec ESP between the UE and the P‑CSCF.

NOTE:
The TS 24.229 [8] defines a trust domain that consists of the P‑CSCF, the I‑CSCF, the S‑CSCF, the BGCF, the MGCF, the MRFC and all the AS:s that are not provided by 3rd party service providers. There are nodes in the edge of the trust domain that are allowed to provide with an asserted identity header. The nodes in the trust domain will trust SIP messages with asserted identity headers. The asserted identity information is useful as long as the interfaces in an operator’s network can be trusted.
If a UE manages to bypass the P‑CSCF it presents at least the following problems:

1)
The P‑CSCF is not able to generate any charging information.
2)
Malicious UE could masquerade as some other user (e.g. it could potentially send INVITE or BYE messages).
The following recommendations for preventing attacks based on such misbehavior are given:

-
Access to S‑CSCF entities shall be restricted to the core network entities that are required for IMS operation, only. It shall be ensured that no UE is able to directly send IP packets to IMS-entities other than the required ones, ie. assigned P‑CSCF, or HTTP servers.

-
Impersonation of IMS core network entities at IP level (IP spoofing), especially impersonation of P‑CSCFs by UEs shall be prevented.

-
It is desirable to have a general protection mechanism against UEs spoofing (source) IP addresses in any access network providing access to IMS services.

If the traffic is between two non‑IMS CSCFs, it is recommended to use TLS mechanisms as specified in RFC 3261 [6]. TLS certificate management as outlined in TS 33.310 [24] can be used beween two non-IMS CSCFs. This will mitigate the problems caused by misbehaviour of the UE. If neither intra‑CSCF traffic nor CSCF-SEG traffic can be trusted and if this traffic is not protected by the NDS/IP, TS 33.210 [5] mechanisms, then physical protection measures or IP traffic filtering should be applied. This is anyhow not in the scope of 3GPP specification.

*** end of changes ***
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