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1. Overall Description:

SA3 thank SA1 for their liaison statement on Device Management Bootstrap.

SA3 decisions in its LS S3-03060371 were provided within the scope of "Selective Disabling of UE Capabilities". Those security recommendations did not change. 

SA1 CR, S1-071507, answers S3-060371 recommendation that “3GPP specifies that bootstrap information from the smart card is used in preference to any other bootstrap information” when available on the UICC.  

SA1 may check if the SA1 CR conflicts with enterprise management of the enterprise mobile devices.

SA3 also recommended in its LS (S3-060371) to ”explicitly prohibit the use of WAP Push for bootstrapping of DM configuration that it used for selective disabling of UE capabilities”. This recommendation is not in the scope of the SA1 CR S1-071507. In case that SA1 would like to also address SA3 security concern about WAP Push, an additional CR should be proposed in SA1 on the use of WAP Push. But, SA3 recommendation regarding WAP Push could be relaxed when GBA_PUSH specification is available since GBA_PUSH could be used to secure WAP Push.

2. Actions:

To SA1 group.

ACTION: 
SA3 kindly asks SA1 to take the above information into account 

3. Date of Next TSG-SA1 Meetings:

SA3#51
14-18 April 2008

Vancouver, Canada

SA1#52
23-27 June 2008 

Sophia-Antipolis, France
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