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7.2
IRI for IMS

In addition, information on non-transmission related actions of a target constitute IRI and is sent via HI2, e.g. information on subscriber controlled input.

The IRI may be subdivided into the following categories:

1.
Control information for HI2 (e.g. correlation information).

2.
Basic data context information, for standard data transmission between two parties (e.g. SIP-message).

For each event, a Record is sent to the LEMF, if this is required. The following table gives the mapping between event type received at DF2 level and record type sent to the LEMF.

Table 7.1: Mapping between IMS Events and HI2 Records Type

	Event
	IRI Record Type

	SIP-Message
	REPORT


A set of information is used to generate the record. The records used transmit the information from mediation function to LEMF. This set of information can be extended in the CSCF or DF2 MF, if new IEs are available and if this is necessary in a specific country. The following table gives the mapping between information received per event and information sent in records.

Table 7.2: Mapping between IMS Events Information and IRI Information

	Parameter
	Description
	HI2 ASN.1 parameter

	Observed SIP URI
	Observed SIP URI
	partyInformation (sip-uri)

	Observed TEL URL
	Observed TEL URL
	partyInformation (tel-url)

	Event type
	IMS Event
	IMSevent

	Event date
	Date of the event generation in the CSCF
	timestamp

	Event time
	Time of the event generation in the CSCF
	

	Network identifier
	Unique number of the intercepting CSCF
	NetworkIdentifier

	Correlation number
	Unique number for each PDP context delivered to the LEMF, to help the LEA, to have a correlation between each PDP Context and the IRI. 
	gPRSCorrelationNumber

	Lawful interception identifier
	Unique number for each lawful authorization.
	lawfulInterceptionIdentifier

	SIP message
	Either whole SIP message, or SIP message header. SIP message header is used if warrant requires only IRI. In such case, specific content in the SIPMessage (e.g. ‘Message’, etc.) must be deleted.
	SIPMessage


NOTE:
LIID parameter must be present in each record sent to the LEMF.

7.2.1
Events and information

This clause describes the information sent from the Delivery Function (DF) to the Law Enforcement Monitoring Facility (LEMF) to support Lawfully Authorized Electronic Surveillance (LAES). The information is described as records and information carried by a record. This focus is on describing the information being transferred to the LEMF.

The IRI events and data are encoded into records as defined in the Table 7-1 Mapping between IMS Events and HI2 Records Type and Annex B.3 Intercept related information (HI2). IRI is described in terms of a 'causing event' and information associated with that event. Within each IRI Record there is a set of events and associated information elements to support the particular service.

The communication events described in Table 7-1: Mapping between the IMS Event and HI2 Record Type and Table 7-2: Mapping between IMS Events Information and IRI Information convey the basic information for reporting the disposition of a communication. This clause describes those events and supporting information.

Each record described in this clause consists of a set of parameters. Each parameter is either:

mandatory (M)
- required for the record,

conditional (C)
- required in situations where a condition is met (the condition is given in the Description), or

optional (O)
- provided at the discretion of the implementation.

The information to be carried by each parameter is identified. Both optional and conditional parameters are considered to be OPTIONAL syntactically in ASN.1 Stage 3 descriptions. The Stage 2 inclusion takes precedence over Stage 3 syntax.

Table 7.3: SIP-Message REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed SIP-URI
	C
	SIP URI of the interception target (if available)

	observed TEL-URL
	C
	TEL URL of the interception target (if available)

	event type
	M
	Provide IMS event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	correlation number
	C
	If available and not included in the SIP-message

	SIP message
	M
	The relevant SIP message or SIP message header.


*** Next Modification ***

B.3
Intercept related information (HI2 PS and IMS)

Declaration of ROSE operation umts-sending-of-IRI is ROSE delivery mechanism specific. When using FTP delivery mechanism, data UmtsIRIsContent must be considered.

ASN1 description of IRI (HI2 interface)

UmtsHI2Operations {itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulintercept(2) threeGPP(4) hi2(1) r6(6) version-6(6)} 

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

IMPORTS 



OPERATION, 



ERROR 




FROM Remote-Operations-Information-Objects 




{joint-iso-itu-t(2) remote-operations(4) informationObjects(5) version1(0)}



LawfulInterceptionIdentifier,



TimeStamp,



Network-Identifier,



National-Parameters,



National-HI2-ASN1parameters,



DataNodeAddress,



IPAddress,



IP-value,



X25Address




FROM HI2Operations




{itu-t(0) identified-organization(4) etsi(0) securityDomain(2)

 



  lawfulIntercept(2) hi2(1) version5(5)}; -- Imported from TS 101 671

-- Object Identifier Definitions

-- Security DomainId

lawfulInterceptDomainId OBJECT IDENTIFIER ::= {itu-t(0) identified-organization(4) etsi(0)

securityDomain(2) lawfulIntercept(2)}

-- Security Subdomains

threeGPPSUBDomainId OBJECT IDENTIFIER ::= {lawfulInterceptDomainId threeGPP(4)}

hi2DomainId OBJECT IDENTIFIER
::= {threeGPPSUBDomainId hi2(1) r6(6) version-6(6)}

*** Next Modification ***

-- Parameters having the same tag numbers must be identical in Rel-5 and Rel-6 modules.

IRI-Parameters

::= SEQUENCE 

{


hi2DomainId



[0]
OBJECT IDENTIFIER,  -- 3GPP HI2 domain


iRIversion



[23] ENUMERATED


{



version2 (2),



…,



version3 (3),


version4 (4),



version6 (6)

} OPTIONAL,



-- if not present, it means version 1 is handled

*** Next Modification ***

IMSevent ::= ENUMERATED 

{


unfilteredSIPmessage (1),


-- This value indicates to LEMF that the whole SIP message is sent.

...,


sIPheaderOnly (2)


-- If warrant requires only IRI then specific content in a ‘sIPMessage’


-- (e.g. ‘Message’, etc.) has been deleted before sending it to LEMF.
}
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