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3GPP TSG-SA3-LI Meeting #16 
Tdoc (
S3LI05_014r1
Barcelona, Spain, 18-20 January 2005
Wrong implementation of CR 061 on TS 33.108 (rel-6)

To:



Mr. Maurice Pope

Source: 


SA3-LI

Document for:

Action. 

Spec:


3GPP TS 33.108 v. 6.8.1

During SA3-LI meeting #16, it has been highlighted that CR 061 on TS 33.108 (rel-6), which was approved by TSG SA#26 (see tdoc SP-040851) has been wrongly implemented in version 6.8.0 of the TS, creating two mistakes in the related ASN.1 module.

This paper is to ask you to kindly correct the mistakes in next version of the TS.

The text below shows by revision marks the corrections which would be needed and assumes as base v. 6.8.1 of TS 33.108.

SA3-LI thank you in advance for your cooperation.

B.4
Contents of communication (HI3 PS)

Umts-HI3-PS {itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulintercept(2) threeGPP(4) hi3(2) r6(6) version-3(3)}

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

IMPORTS

GPRSCorrelationNumber


FROM UmtsHI2Operations


{itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulintercept(2) threeGPP(4) 
hi2(1) r6(6) version-6(6)}    -- Imported from TS 33.108v6.8.0

LawfulInterceptionIdentifier,

TimeStamp

FROM HI2Operations 


{itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulIntercept(2) hi2(1) 
version7(7)};  -- from ETSI HI2Operations TS 101 671v2.11.1

-- Object Identifier Definitions

-- Security DomainId

lawfulInterceptDomainId OBJECT IDENTIFIER ::= {itu-t(0) identified-organization(4) etsi(0)

securityDomain(2) lawfulIntercept(2)}

-- Security Subdomains

threeGPPSUBDomainId OBJECT IDENTIFIER ::= {lawfulInterceptDomainId threeGPP(4)}

hi3DomainId OBJECT IDENTIFIER  ::= {threeGPPSUBDomainId hi3(2) r6(6) version-3(3)}

CC-PDU
::= SEQUENCE 

{

 
uLIC-header

[1] ULIC-header, 


payload


[2] OCTET STRING

}

ULIC-header ::= SEQUENCE 

{


hi3DomainId



[0]
OBJECT IDENTIFIER,  -- 3GPP HI3 Domain


version




[1]
Version,


lIID




[2] LawfulInterceptionIdentifier OPTIONAL,


correlation-Number

[3]
GPRSCorrelationNumber,


timeStamp



[4]
TimeStamp OPTIONAL,


sequence-number


[5]
INTEGER (0..65535),


t-PDU-direction


[6] TPDU-direction,


...,


national-HI3-ASN1parameters

[7] National-HI3-ASN1parameters OPTIONAL,

--  encoded per national requirements


ice-type



[8] ICE-type OPTIONAL



-- The ICE-type indicates the applicable Intercepting Control Element(see ref [19]) in which



-- the T-PDU is intercepted.

}

Version ::= ENUMERATED

{


version1(1),


...,


version3(3)

}

TPDU-direction ::= ENUMERATED

{


from-target 
(1),


to-target 

(2),


unknown 

(3)

}

National-HI3-ASN1parameters
::= SEQUENCE

{


countryCode

[1] PrintableString (SIZE (2)),



-- Country Code according to ISO 3166-1 [39],



-- the country to which the parameters inserted after the extension marker apply


...



-- In case a given country wants to use additional national parameters according to its law,



-- these national parameters should be defined using the ASN.1 syntax and added after the



-- extension marker (...).



-- It is recommended that "version parameter" and "vendor identification parameter" are



-- included in the national parameters definition. Vendor identifications can be



-- retrieved from IANA web site.

}

ICE-type ::= ENUMERATED

{


sgsn


(1),


ggsn


(2),


...

}

END-- OF Umts-HI3-PS
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