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Reason for change:
(

The checking of homing frame is inaccurate




Summary of change:
(

The loop counter in the checking of homing frame is changed from 256 to 320.




Consequences if 
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not approved:
The probability of falsely detecting homing frames increases.
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.
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With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

1.
Background

In the “encoder_homing_frame_test” function, the loop counter for checking the homing frame is set to L_FRAME, which has the value of 256 defined in cnst.h. However, the length of the homing frame is 320 samples. So the loop counter should be changed from L_FRAME to L_FRAME16k.

2.
How the code is changed in the file homing.c
2.1 Before the change
Word16 encoder_homing_frame_test(Word16 input_frame[])

{

    Word16 i, j = 0;

    /* check 320 input samples for matching EHF_MASK: defined in e_homing.h */

    for (i = 0; i < L_FRAME; i++)

    {

        j = (Word16) (input_frame[i] ^ EHF_MASK);

        if (j)

            break;

    }

    return (Word16) (!j);

}

2.2 After the change

Word16 encoder_homing_frame_test(Word16 input_frame[])

{

    Word16 i, j = 0;

    /* check 320 input samples for matching EHF_MASK: defined in e_homing.h */

    for (i = 0; i < L_FRAME16k; i++)

    {

        j = (Word16) (input_frame[i] ^ EHF_MASK);

        if (j)

            break;

    }

    return (Word16) (!j);

}
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