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Introduction

At the last SA4 meeting in Paris we added specification text to the 3GPP file format 26.244, defining the Basic and Streaming-server profiles and their brands [1]. As a result of the discussion in the PSM SWG we propose to simplify the profile branding and also to give more details on which SDP fields that should be stored in 3GP files and which that should be generated by PSS servers. No technical changes are proposed.

Profile Brands
In Release 6 of the 3GPP file format we have introduced profiles to distinguish between 3GP files intended for different usage:

· Basic profile (MMS)

· Streaming-server profile

· Progressive-download profile (added in Paris after approval of [2])

Conformance to a 3GP profile was signalled in [1] by including the corresponding profile-brand identifier in the compatible-brands list of the file-type box. In addition, conformance to the 3GPP file format in Release 6 was indicated by the brand ‘3gp6’. 

However, in order to let the primary brand of a 3GP file clearly indicate the “best use” of a file we propose to only use profile brands that also can be used as primary brands. This way the intended best use of a file can be indicated for files conforming to more than one profile. Moreover, the branding of the Basic profile follows the same pattern as the branding of 3GP files in earlier releases: ‘3gpZ’, where Z = 4, 5 or 6.

A consequence of the new branding scheme is the introduction of a General profile (or “no profile”) to be used with 3GP files conforming to the 26.244 specification, although not yet ready to be delivered by MMS or streamed by a PSS server. A General 3GP file may for instance contain several alternative tracks of media. After extracting a suitable set of tracks the file may be ready for MMS and can be re-profiled with Basic profile. Alternatively, by adding streaming-server extensions, it may be re-profiled with Streaming-server profile.

The proposal is to let Release-6 3GP files have one or more of the following brands


3gg6
General profile


3gp6
Basic profile (MMS)


3gs6
Streaming-server profile


3gr6
Progressive-download profile

SDP

The 3GP Streaming-server profile mandates SDP information to be present in 3GP files in form of fragments that together constitute an SDP description. Although many SDP fields can (and should!) be contained in a file, some need to be generated or modified by the streaming server when the final presentation is delivered to the client. 

In order to clarify which SDP fields a 3GP file shall contain and which fields a PSS server shall generate, we propose to add Table 7.3 of Clause 7.5 in the attached draft.

Proposal

The proposed specification text is based on 26.244 Release 6 V0.2.1 (S4-030496). For clarity, only the affected clauses are provided in the attached draft.
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