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WG 11 (MPEG) would like to thank 3GPP for pointing out the need for a new level in MPEG-4 Visual Simple Profile.

The requested action has been taken by defining a new level 0b, which has been included by request of two National Bodies in the newest amendment to MPEG-4 Visual (14496-2:2003 FDAM 1 Visual Error Resilient Simple Scalable Profile). For your information, the technical changes are listed below.

1) In Table G-1, replace

"

	Reserved
	00001001 - 00001111


"

by

"

	Simple Profile/Level 0b
	00001001

	Reserved
	00001010 - 00001111


"

2) Replace in Annex N:

“

11 For Simple Profile @ Level L0, the following restrictions apply:

a) The maximum frame rate shall be 15 frames per second;

b) The maximum f_code shall be 1;

c) The intra_dc_vlc_threshold shall be 0;

d) The maximum horizontal luminance pixel resolution shall be 176 pels/line;

e) The maximum vertical luminance pixel resolution shall be 144 pels/VOP;

f) If AC prediction is used, the following restriction applies : QP value shall not be changed within a VOP (or within a video packet if video packets are used in a VOP). If AC prediction is not used, there are no restrictions to changing QP value.

”

by

“

11 For Simple Profile @ Level L0 and for Simple Profile @ Level L0b, the following restrictions apply:

a) The maximum frame rate shall be 15 frames per second;

b) The maximum f_code shall be 1;

c) The intra_dc_vlc_threshold shall be 0;

d) The maximum horizontal luminance pixel resolution shall be 176 pels/line;

e) The maximum vertical luminance pixel resolution shall be 144 pels/VOP;

f) If AC prediction is used, the following restriction applies : QP value shall not be changed within a VOP (or within a video packet if video packets are used in a VOP). If AC prediction is not used, there are no restrictions to changing QP value.

”
3) Add the following row to table N-1 (above the row for Simple Profile/Level0)

	Simple
	L0b
	QCIF
	1
	1 x Simple
	1
	198
	99
	1485
	N.A.
	20
	20
	2048
	N. A.
	N. A.
	128
	N. A.
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