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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 26.090 : “AMR Speech Codec; Speech Transcoding Functions".

[2]
3GPP TS 26.093 : “AMR Speech Codec; Source Controlled Rate Operation".

[3]
3GPP TS 26.101 : “Mandatory Speech Codec Speech Processing Functions; AMR Speech Codec Frame Structure".

[4]
3GPP 46.0xx: “Enhanced Full Rate Codec Recommendations".

[5]
3GPP 26.0xx: “Adaptive Multi-Rate Codec Recommendations".

[6]
“ITU Q.765.5: “Use of Application Transport Mechanism for Bearer Independent Call Control”

[7]
3GPP TS 28.062: "In-band Tandem Free Operation (TFO) of Speech Codecs, Stage 3 - Service Description".

[8]
3GPP TS 23.153: "Out of Band Transcoder Control - Stage 2".

[9]
3GPP TS 24.008: "Mobile radio interface layer 3 specifications, Core Network Protocols"

[10]
3GPP TS 26.190: “AMR Wideband Speech Codec; Speech Transcoding Functions".

[11]
3GPP TS 26.193: “AMR Wideband Speech Codec; Source Controlled Rate Operation".

[12]
3GPP TS 26.201: “Mandatory Speech Codec Speech Processing Functions; AMR Wideband Speech Codec Frame Structure".
[13]
3GPP TS 23.172: “multimedia service UDI/RDI fallback and service modification; Stage 2”
next modified Section

5.8
MuMe Dummy Codec (3G.324M)

The Codec Identification (CoID) code is defined to be: MuMe_CoID:= 0x1111.1111.

The MuMe codec has one additional mandatory parameter:

B/W Multiplier, BWM: eight bits.


This defines the required bandwidth for the bearer; the value is a factor of 64K b/s when not equal to 0. When equal to zero then a 32k b/s.

The ”Single Codec” information element consists of 6 octets in case of the MuMe Dummy Codec (table 5.8):

Table 5.8: Coding of “Single Codec” for the MuMe Dummy Codec Type


	Octet
	Parameter
	MSB 8
	7
	6
	5
	4
	3
	2
	1 LSB

	1 m
	Single Codec
	Single Codec (see ITU-T Q.765.5)

	2 m
	Length Indication
	4

	3 m
	Compat. Info
	Compatibility Information

	4 m 
	OID
	ETSI OID (See ITU-T Q.765.5 [6])

	5 m
	CoID
	MuMe_CoID

	6 m
	BWM
	BandWidth Multiplier – see note1


with “m” = mandatory

Note 1: 

BWM
== 0 

=> 32Kb/s

BWM  ==
1-255  =>  factor n (multiplier of 64Kb/s)

The procedures for use of this codec are defined in TS 23.172 [13].

This MuMe Dummy codec type is only for use in Core Network OoBTC procedures it shall NOT be used across the radio interface. 

The MuMe Dummy codec indicates that an Unrestricted multimedia path (UDI) is required, subsequent codec negotiation may occur within this path using MuMe protocols, e.g H.324M.  There are no encoding properties or codec specifications associated to this codec type; it is purely an indication for a MuMe pipe.

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





3GPP


