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9
Enhanced aacPlus general audio codec: Additional Decoder Tools

Three additional tools are incorporated in the Enhanced aacPlus that are not part of the cited ISO standards. These are a error concealment algorithm, stereo-to-mono downmix, and a spline resampler.

The error concealment, e.g. in case of frame loss, is achieved by designated algorithms in the decoder for AAC, SBR andParametric Stereo: the AAC core decoder employs signal-adaptive spectrally shaped noise generation for error concealment, in the SBR and Parametric Stereo decoders, error concealment is based on extrapolation of guidance, envelope, and stereo information.

If the transmitted stream is a stereo stream, but a monophonic output is requested, for each of the two components a stereo-to-mono downmix tool is available. In case of AAC the downmix is applied in the time-domain after AAC decoding. In case of SBR the stereo SBR stream is mapped to a mono SBR stream, thus resulting in low computational complexity since all further processing is then done on one channel only. If the transmitted stream uses parametric stereo, but a monophonic output is requested, the Parametric Stereo decoder is deactivated. For a terminal that is only capable of producing monophonic output, the SBR Low Power tool shall always be used since it allows for reduced computational complexity and lower memory requirements.
Finally a spline resampler algorithm is used to match the Enhanced aacPlus decoder output sampling rate to any arbitrary sampling rate. The spline resampler is only used if the handset requires any other specific output sampling rate different from fsenc or fsenc/2, e.g. 8 or 16 kHz if fsenc is 44.1 kHz. Contrary to an IIR or FIR resampling algorithm, a spline resampler algorithm allows to resample with a fairly low computational cost and at a reasonable high audio quality, independent from the actual input to output sampling rate ratio (whereas a resampling with an FIR or IIR filter with a fractional downsampling ratio like 44.1 or 22.05 to 16 kHz can be burdensome).

The additional decoder tools are described in [9].
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