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2
References

…

[29]
RTP Payload Formats for European Telecommunications Standards  Institute (ETSI) European Standard ES 202 050, ES 202 211, and ES 202 212 Distributed Speech Recognition Encoding draft-ietf-avt-rtp-dsr-codecs-00.txt.

CR Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[30]
Open Mobile Alliance: “PoC User Plane Version 1, Draft Version 1.0.10 Nov 2004”, OMA-UP-PoC-V1_0_10-20041103-D.
SECOND CHANGE

4
General

3G PS multimedia terminals provide real-time video, audio, SES or data, in any combination, including none, over 3GPP IM Subsystem. Terminals are based on IETF defined multimedia protocols SIP, SDP, RTP and RTCP. Communication may be either 1-way or 2-way. Such terminals may be part of a portable device or integrated into an automobile or other non-fixed location device. They may also be fixed, stand-alone devices; for example, a video telephone or kiosk. Multimedia terminals may also be integrated into PCs and workstations.

In the case of SES then uplink communication is from the terminal to a server containing speech recognition.
The transmission and reception of audio in Push-to-Talk over Cellular (PoC) communication is controlled by a RTCP APP conveyed Talk Burst Control Protocol defined in OMA PoC User Plane Version 1 [30].
In addition, interoperation with other types of multimedia telephone terminals, such as 3G-324M may be possible, however in such case a media gateway functionality supporting 3G-324M - IM Subsystem interworking will be required within or outside the IM subsystem.

THIRD CHANGE

5.1
Audio

5.1.1
RTP session description parameters

The IETF AMR and AMR-WB RTP payload format [19] offers different options. Here is the list of options and how they should be used by the transmitter. The receiver shall at least support the options as they are listed (For PoC please see below):

-
the bandwidth efficient operation shall be used,

-
only one speech frame shall be encapsulated in each RTP packet,

-
the multi-channel session shall not be used,

-
interleaving shall not be used,

-
internal CRC shall not be used.
For PoC services less restrictive IETF AMR and AMR-WB RTP payload format [19] options apply:
-
the multi-channel session shall not be used,

-
internal CRC shall not be used,

· the number of speech frames encapsulated in each RTP packet should not exceed 20,
· interleaving should not be used.
· The total packetization delay (including any interleaving delay) shall not exceed 500ms.
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