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*************************** First Change***************************
8.2.2.6
Structure of the FEC source block

This clause defines the layout of the FEC source block.
The FEC source block shall contain at least one complete UDP packet payload (i.e. excluding the IP and UDP headers), and three octets indicating the UDP flow from which the packet was taken and the length of the UDP packet.  Note: this implies that no source UDP packet be larger than the length of the FEC source block minus 3.

Let

n
be the number of UDP packets in the source block.  n is determined dynamically during the source block construction process.

Ri
denote the octets of the UDP payload of the ith UDP packet to be added to the source block.

li
be the length of Ri in octets.
Li
denote two octets representing the value of li in network byte order (high order octet first).

fi
denote an integer “flow ID” identifying the UDP flow from which the ith packet was taken

Fi
denote a single octet representing the value of fi
Si
be the smallest integer  such that siT >= (li+3).
Pi
denote siT-( li+3)zero octets. Note: Pi are padding octets to align the start of each UDP packet with the start of a symbol.
T
be the source symbol size in bytes.
Then, the source block is constructed by concatenating Fi ,Li, Ri, Pi for i = 1, 2, ... n.   and the source block size, S = sum {siT, i=1, …, n}.
A UDP flow is uniquely defined by an IP source and destination address and UDP source and destination port value. The assignment of Flow ID values to UDP flows is described in sub-clauses 8.2.2.13 and 8.3.1.9.
****************************** Next Change ***************************

8.2.2.7
FEC block Construction algorithm and example (informative)

When the original UDP packet is placed into the source block, the value of the UDP flow identifier,F, followed by the value of the UDP payload length, L, are first written as a single byte and two-byte value in network byte order (i.e. with high order byte first) respectively into the first available bytes in the source block, followed by the UDP packet payload itself (i.e.not including the IP/UDP headers). Following this, if the next available byte is not the first byte of a new symbol, then padding bytes up to the next symbol boundary shall be included using the value 0 in each byte. As long as any source UDP packets remain to be placed, the procedure is repeated starting each UDP flow identifier at the start of the next encoding symbol.
An example of forming a source block is given in figure 14 below. In this example, three UDP packets of lengths26, 52 and 103 bytes have been placed into a source block with symbol size T = 16 bytes. The first two packets are from UDP flow 0 and the third from UDP flow 1. Each entry in Figure 14 is a byte and the rows correspond to the source symbols and are numbered from 0 to 12. Bi,j denotes the (j+1)th byte of the (i+1)th UDP  packet.
	0
	26
	B0,0
	B0,1
	B0,2
	B0,3
	B0,4
	B0,5
	B0,6
	B0,7
	B0,8
	B0,9
	B0,10
	B0,11
	B0,12

	B0,13
	B0,14
	B0,15
	B0,16
	B0,17
	B0,18
	B0,19
	B0,20
	B0,21
	B0,22
	B0,23
	B0,24
	B0,25
	0
	0
	0

	0
	52
	B1,0
	B1,1
	B1,2
	B1,3
	B1,4
	B1,5
	B1,6
	B1,7
	B1,8
	B1,9
	B1,10
	B1,11
	B1,12

	B1,13
	B1,14
	B1,15
	B1,16
	B1,17
	B1,18
	B1,19
	B1,20
	B1,21
	B1,22
	B1,23
	B1,24
	B1,25
	B1,26
	B1,27
	B1,28

	B1,29
	B1,30
	B1,31
	B1,32
	B1,33
	B1,34
	B1,35
	B1,36
	B1,37
	B1,38
	B1,39
	B1,40
	B1,41
	B1,42
	B1,43
	B1,44

	B1,45
	B1,46
	B1,47
	B1,48
	B1,49
	B1,50
	B1,51
	0
	0
	0
	0
	0
	0
	0
	0
	0

	1
	103
	B2,0
	B2,1
	B2,2
	B2,3
	B2,4
	B2,5
	B2,6
	B2,7
	B2,8
	B2,9
	B2,10
	B2,11
	B2,12

	B2,13
	B2,14
	B2,15
	B2,16
	B2,17
	B2,18
	B2,19
	B2,20
	B2,21
	B2,22
	B2,23
	B2,24
	B2,25
	B2,26
	B2,27
	B2,28

	B2,29
	B2,30
	B2,31
	B2,32
	B2,33
	B2,34
	B2,35
	B2,36
	B2,37
	B2,38
	B2,39
	B2,40
	B2,41
	B2,42
	B2,43
	B2,44

	B2,45
	B2,46
	B2,47
	B2,48
	B2,49
	B2,50
	B2,51
	B2,52
	B2,53
	B2,54
	B2,55
	B2,56
	B2,57
	B2,58
	B2,59
	B2,60

	B2,61
	B2,62
	B2,63
	B2,64
	B2,65
	B2,66
	B2,67
	B2,68
	B2,69
	B2,70
	B2,71
	B2,72
	B2,73
	B2,74
	B2,75
	B2,76

	B2,77
	B2,78
	B2,79
	B2,80
	B2,81
	B2,82
	B2,83
	B2,84
	B2,85
	B2,86
	B2,87
	B2,88
	B2,89
	B2,90
	B2,91
	B2,92

	B2,93
	B2,94
	B2,95
	B2,96
	B2,97
	B2,98
	B2,99
	B2,100
	B2,101
	B2,102
	0
	0
	0
	0
	0
	0


Figure 14: Source block consisting of 3 source UDP packets of lengths 26, 52 and 103 bytes.

****************************** End Change ***************************
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