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1. Activate/deactivate events

When including the activate/deactivate commands and the active attribute, the following events were associated.

We propose these events SHALL be supported by DIMS.

	Name
	Namespace
	Definition
	Bubbles
	Cancelable

	“activatedEvent”
	urn:mpeg:mpeg4:laser:2005
	Occurs when an element is transferred from the waiting tree to the DOM tree.
	No
	No

	“deactivatedEvent”
	urn:mpeg:mpeg4:laser:2005
	Occurs when an element is transferred from the DOM tree to the waiting tree.
	No
	No


2. XML Packaging format

In use-cases where packaging format provides overhead compare to the size of a single or limited number of updates to be delivered the following XML packaging format can be used:

XML Syntax

The namespace of the following elements is the rich-media namespace.

session: 

the session element shall be the root element, with no attributes. The content model of session is a set of sceneUnit elements.

sceneUnit: 
the sceneUnit element shall contain all the DIMS units to be executed at the same time. The scene unit element has one optional attribute time and one optional attribute rapFlag. Without time attribute, the commands shall be executed as soon as they are received by the DIMS engine. When the time attribute is present, its value shall be an offset-value as defined in http://www.w3.org/TR/SVGMobile12/animate.html#TimingAttributes. The rapFlag attribute can have the values true and false (the default value). The content model of sceneUnit is a list of dimsUnit elements.

dimsUnit:
the dimsUnit element shall contain a DIMS unit. The dimsUnit element has the optional type attribute, with possible values “normal” (default), “repair” and “repair-complete”, and the optional priority attribute, with values true and false (default). The content model of dimsUnit is restricted to:

· either a single svg element

· or a list of LASeR commands.

Example

<?xml version=”1.0” encoding=”UTF-8”?>

<rm:session xmlns:rm=”http://www.3gpp.org/rich-media” 
            …other namespace defs including svg: and lsr:…>

  <rm:sceneUnit time=”0” rapFlag=”true”>

    <rm:dimsUnit priority=”true”>

      <svg:svg …>

        …

      </svg:svg>

    </rm:dimsUnit>

  </rm:sceneUnit>

  <rm:sceneUnit time=”0.1s”>

    <rm:dimsUnit type=”repair”>

      <lsr:Insert …>…</lsr:Insert>

    </rm:dimsUnit>

  </rm:sceneUnit> 

  …

</rm:session>
This XML packaging format SHALL be supported.

