3GPP TSG-SA4#61 meeting
Tdoc S4 (10)0848
8-12 November, 2010, Barcelona, Spain
Source:
Qualcomm Incorporated, Telefon AB LM Ericsson, ST Ericsson SA, AT&T
Title:
EVS Bit Rates
Document for:
Approval 

Agenda Item:
6
In this contribution, we propose the wording for Design Constraints permanent document related to bit rates. Based on earlier contributions and discussions, both Fixed Bit Rate and Source Controlled Variable Bit Rate modes are proposed to be included in the Design Constraints. 

We propose the following text to be included in the EVS Design Constraints document:

	Bit Rates 
	EVS candidates shall support fixed source coding bit rates at 6.7 kb/s, 7.5 kb/s, 9.1 kb/s, 12.7 kb/s, 15.9 kb/s, 23.9 kb/s, 32, 48, 64, 96, 128 kb/s.
The maximum bit rate may be reduced from the maximum specified rate to a lower specified rate if the corresponding performance requirements for the maximum rate are fulfilled at this lower rate.
EVS candidates shall support source controlled variable bit rates at an average bit rate over active speech at 5.15 kb/s (±5%) and 5.9 kb/s (±5%).

The codec shall offer AMR-WB interoperable modes with the following bit rates:

6.6, 8.85, 12.65, 14,25, 15.85, 18.25, 19.85, 23.05, 23.85 kb/s

SID frames shall not exceed a source coding bit rate of 70 bits per frame.
	








