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*** Start change 1 ***
6.1
General

MTSI uses SIP, SDP and SDPCapNeg for media negotiation and configuration. General SIP signalling and session setup for IMS are defined in 3GPP TS 24.229 [7], whereas this clause specifies SDP and SDPCapNeg usage and media handling specifically for MTSI, including offer/answer considerations in the capability negotiation. The MTSI client in the terminal may use the OMA-DM solution specified in Clause 15 for enhancing SDP negotiation and resource reservation process.

The support for ECN [83] in E-UTRAN is specified in [85]. The support for ECN in UTRA/HSPA is specified in [89]. MTSI may use Explicit Congestion Notification (ECN) to perform rate adaptation for speech and video. When the MTSI client in terminal supports, and the session allows, adapting the media encoding at multiple bit rates and the radio access bearer technology is known to the MTSI client to be E-UTRAN or UTRA/HSPA, the MTSI client may negotiate the use of ECN [83] to perform ECN triggered media bit-rate adaptation. An MTSI MGW supporting ECN supports ECN in the same way as the MTSI client in terminal as described in clauses 12.3.3 and 12.7.3.

The support of ECN is optional for both MTSI client in terminal and MTSI MGW.

It is assumed that the network properly handles ECN-marked packets as described in [84] end-to-end between the MTSI clients in terminals. 

An MTSI MGW can be used for inter-working with:

· a client that does not use ECN;

· a client that supports ECN in different way than what is specified for MTSI clients;

· a CS network;

· a network which does not handle ECN-marked packets properly.

In such cases, the ECN protocol, as specified for MTSI clients, is terminated in the MTSI MGW.
*** End change 1 ***
*** Start change 2 ***
15.1
General
The MTSI client in the terminal may use the OMA-DM solution specified in this clause for enhancing the SDP negotiation and resource reservation process. If a MTSI client in the terminal uses this feature, it is mandatory for the MTSI client in the terminal to implement the Management Object (MO) as described in this clause.

The 3GPP MTSINP (MTSI Network Preference) MO defined in this clause may be used to manage the QoS profile settings which express the network preference for the MTSI client in the terminal. The MO covers parameters that the MTSI client in the terminal could make use of in SDP negotiation and resource reservation process.  If a MTSI client in the terminal supports the feature, the usage of the MO includes:

1.
During SDP negotiation process, MTSI client in the terminal should start SDP negotiation based on the MO parameters.

2.
During resource reservation process, MTSI client in the terminal should start QoS negotiation based on the MO parameters.

The following parameters in MTSI should be included in the Management Object (MO):

Speech
codec (AMR, AMR-WB) and bearer QoS parameters

Video
codec (H.263, MP4, H.264) and bearer QoS parameters

Real Time text
bearer QoS parameters

Indication of the priority when there are more than one alternative for a media type is included. Version numbering is included for possible extending of MO. 

The Management Object Identifier shall be: urn:oma:mo:ext-3gpp-mtsinp:1.0.

Protocol compatibility:  The MO is compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA-ERELD _DM-V1_2[67].
*** End change 2 ***
*** Start change 3 ***
16.3.1
QoE metrics reporting management object

The following nodes and leaf objects in figure 16.1 shall be contained under the 3GPP_MTSIQOE node if an MTSI client supports the feature described in this clause (information of DDF for this MO is given in Annex I):
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Figure 16.1: MTSI QoE metrics management object tree

Node: /<X>
This interior node specifies the unique object id of a MTSI QoE metrics management object. The purpose of this interior node is to group together the parameters of a single object. 

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get

The following interior nodes shall be contained if the MTSI client supports the “MTSI QoE metrics Management Object”. 

/<X>/Enabled

This leaf indicates if QoE reporting is requested by the provider.

-
Occurrence: One

-
Format: bool

-
Minimum Access Types: Get

/<X>/Servers

This leaf contains a space-separated list of URL of servers to which the QoE reports can be transmitted. It is URI addresses, e.g. http://qoeserver.operator.com. In case of multiple servers, the MTSI client randomly selects one of the servers from the list, with uniform distribution.

-
Occurrence: One

-
Format: chr

-
Minimum Access Types: Get

-
Values: URI of the servers to receive the QoE report.
/<X>/APN

This leaf contains the Access Point Name that should be used for establishing the PDP context or EPS bearer on which the QoE metric reports will be transmitted. This may be used to ensure that no costs are charged for QoE metrics reporting.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get 

-
Values: the Access Point Name

/<X>/Format

This leaf specifies the format of the report and if compression (Gzip XML) [71] is used.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get

-
Values: “XML”, “GZIPXML”.

/<X>/Rules

This leaf provides in textual format the rules used to decide whether metrics are to be reported to the QoE metrics report server. The syntax and semantics of this leaf are defined in clause 16.3.3.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get 

-
Values: See clause 16.3.3.

/<X>/Ext

The Ext node is an interior node where the vendor specific information can be placed (vendor includes application vendor, device vendor etc.). Usually the vendor extension is identified by vendor specific name under the ext node. The tree structure under the vendor identified is not defined and can therefore include one or more un-standardized sub-trees.

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get
/<X>/Speech

The Speech node is the starting point of the speech media level QoE metrics definitions.

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get
/<X>/Speech/Metrics

This leaf provides in textual format the QoE metrics that need to be reported, the measurement frequency, the reporting interval and the reporting range. The syntax and semantics of this leaf are defined in clause 16.3.2.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get 

-
Values: see clause 16.3.2.

/<X>/Speech/Ext

The Ext node is an interior node where the vendor specific information can be placed (vendor meaning application vendor, device vendor etc.). Usually the vendor extension is identified by vendor specific name under the ext node. The tree structure under the vendor identified is not defined and can therefore include one or more un-standardized sub-trees.

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get
/<X>/Video

The Video node is the starting point of the video media level QoE metrics definitions.

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get
/<X>/Video/Metrics

This leaf provides in textual format the QoE metrics that need to be reported, the measurement frequency, the reporting interval and the reporting range. The syntax and semantics of this leaf are defined in clause 16.3.2.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Access Types: Get

-
Values: see clause 16.3.2.

/<X>/Video/Ext

The Ext is an interior node where the vendor specific information can be placed (vendor meaning application vendor, device vendor etc.). Usually the vendor extension is identified by vendor specific name under the Ext node. The tree structure under the vendor identified is not defined and can therefore include one or more un-standardized sub-trees.

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get
/<X>/Text

The Text node is the starting point of the real-time text media level QoE metrics definitions.

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get
-
Values: see clause 16.3.2.
/<X>/Text/Metrics

This leaf provides in textual format the QoE metrics that need to be reported, the measurement frequency, the reporting interval and the reporting range. The syntax and semantics of this leaf are defined in clause 16.3.2.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get

-
Values: see clause 16.3.2.

/<X>/Text/Ext

The Ext is an interior node where the vendor specific information can be placed (vendor meaning application vendor, device vendor etc.). Usually the vendor extension is identified by vendor specific name under the ext node. The tree structure under the vendor identified is not defined and can therefore include one or more un-standardized sub-trees.

-
Occurrence: ZeroOrOne

-
Format: node
-
Minimum Access Types: Get
*** End change 3 ***
*** Start change 4 ***
16.4
Metrics Reporting
When a session is started, the MTSI client must determine whether QoE reporting is required for the session. If the MO parameter "Enabled" is set to false, no QoE reporting shall be done. If the "Enabled" parameter is set to true the optional MO "Rule" parameters are checked (sub-clause 16.3.3) to define if QoE reporting shall be done.

Once the need for QoE reporting has been established, the client shall continuously compute all specified metrics for each measurement interval period, according to the "Measure-Resolution" parameter (sub-clause 16.3.2). In order to bound the resources used by metrics reporting, the minimum values for the Measure-Resolution and Sending-Rate are specified to be 5 seconds and 30 seconds respectively. The computed metrics are represented in a vector format, adding an additional metric value to each metric vector after each new measurement interval period.

Note that the calculated metrics shall only cover one measurement interval. For instance, if the corruption duration extends longer than to the end of the current measurement interval, only the portion which fits into the current measurement interval shall be reported. The remaining portion of the corruption duration shall be reported as belonging to the next measurement interval.

The end of the session will normally not correspond to the end of a measurement interval period, so the metrics for the last measurement interval period will typically be calculated over a time shorter than the configured measurement interval. Note, however, that these last metrics shall still be added to the metrics vectors and reported to the server. 

It is possible for the server to use the start and stop timestamps, together with the knowledge of the configured measurement interval, to derive the actual length of the last measurement interval period, but any specific action or interpretation of these last shorter measurements is out of scope of this specification.

The MTSI client shall send QoE report messages to the server in accordance with the specified reporting interval "Sending-Rate" (sub-clause 16.3.2). All stored metrics data shall then be sent to the server, and then deleted from the metrics storage. 

Note that if the reporting interval is not an integer multiple of the measurement interval, only the measurement interval periods which have been fully passed shall be included in the report. The ongoing not-passed measurement interval period shall be included in the next report. The only exception is at the end of the session, where also the last ongoing measurement interval period shall be directly calculated and included in the report.

The client shall send QoE reports using the HTTP (RFC 2616 [73]) POST request carrying XML formatted metadata. If the optional "APN" parameter is defined in the OMA managed object, that APN shall be used for establishing the PDP context or EPS bearer on which the QoE metric reports will be transmitted. The MTSI client randomly selects one of the URIs from the MO "Server" parameter, with uniform distribution.

Each QoE report is formatted in XML according the following XML schema (sub-clause 16.4.1). An informative example of a single reception report XML object is also given (sub-clause 16.4.2). The reports should be compressed using GZIP only if the MO parameter "Format" specifies this.

Each QoE Metrics element has a set of attributes and any number of media level QoE Metrics elements. All attributes are defined in sub-clause 16.4.1 and correspond to the QoE metrics listed in sub-clause 16.2. Individual metrics can be selected as described in sub-clause 16.3.2.

Except for the media level QoE metrics, the following parameters shall be reported for each report:

-
The callId attribute identifies the call identity of the SIP session.

-
The clientId attribute is unique identifier for the receiver, e.g. an MSISDN of the UE as defined in [80].

-
The startTime and stopTime attributes identifies the client NTP time when the measurements included in the report were started and stopped. The time is based on the local real-time clock in the client, and might not be consistent with the true NTP time. However, assuming that the reporting is done without any extra delay the server can use the stopTime attribute to correct the timestamps if necessary.
-
The mediaId attribute shall be reported for each media level QoE report, and identifies the port number for the media.
*** End change 4 ***
*** Start change 5 ***
A.8
SDP example with QoS negotiation

This clause gives an example of an SDP interchange with negotiated QoS parameters.

Table A.8.1: SDP example with QoS negotiation

	SDP offer from MTSI client in terminal A to B in SIP INVITE message

	v=0

o=Example_SERVER 3413526809 0 IN IP4 server.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd

b=AS:345

t=0 0
a=tcap:1 RTP/AVPF

m=audio 49152 RTP/AVP 97 98

a=pcfg:1 t=1
b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVP 99

a=pcfg:1 t=1
b=AS:315

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0; profile-level-id=42e00c; \

     sprop-parameter-sets=J0LgDJWgUH6Af1A=,KM46gA==

a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr

	SDP answer from UE B to A in 200/OK message

	v=0

o=Example_SERVER2 34135268010 IN IP4 server2.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd

b=AS:344

t=0 0

m=audio 49152 RTP/AVPF 97

a=pcfg:1 t=1
b=AS:29

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVPF 99

a=acfg:1 t=1

b=AS:315

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0; profile-level-id=42e00c; \

     sprop-parameter-sets=J0LgDJWgUH6Af1A=,KM46gA==

a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr

	SDP offer from MTSI client in terminal B to A in SIP UPDATE message

	v=0

o=Example_SERVER2 34135268010 IN IP4 server2.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd

b=AS:59

t=0 0
m=audio 49252 RTP/AVPF 97

b=AS:29

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240

m=video 49254 RTP/AVPF 99

b=AS:30

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0; profile-level-id=42e00c; \

     sprop-parameter-sets=Z0LgC5ZUCg/I,aM4BrFSAa

a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr

	SDP answer from MTSI client in terminal A to B in 200/OK RESPONSE to UPDATE message

	v=0

o=Example_SERVER 3413526809 0 IN IP4 server.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd

b=AS:77

t=0 0
m=audio 49152 RTP/AVPF 97

b=AS:29

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVPF 99

b=AS:48

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0; profile-level-id=42e00c; \

     sprop-parameter-sets=Z0LgC5ZUCg/I,aM4BrFSAa

a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr


The example in table A.8.1 shows an SDP exchange that reflects the signalling of negotiated QoS during initial session setup when there is only one PDP context or EPS bearer for the whole session. The first offer-answer procedure is initiated by the MTSI client in terminal A at session setup. The responding MTSI client chose the bandwidth-efficient payload format, by excluding the octet-align parameter, and reduced the bandwidth in b=AS to 29. The second offer-answer procedure is initiated by the MTSI client in terminal B when it receives a different negotiated QoS, only 30 kbps for video, than what was indicated in the first SDP offer from A. To notify A, B sends a new SDP offer, in this case embedded in an UPDATE message, to A indicating the lower negotiated QoS bit rate. The MTSI client in terminal A responds with its negotiated QoS value to B.

NOTE:
The bit rate in the second SDP answer, 48 kbps, was deliberately chosen to show that this is a fully valid SDP answer even though the second SDP offer only defines 30 kbps. It is however recommended that the UEs choose the same bandwidths whenever possible.

The SDP offer in the SIP UPDATE message contains only one encoding format since the answerer has already removed all but one encoding format in the SDP answer to the initial SDP offer.

In this example it is assumed that the SDPCapNeg framework is not needed in the UPDATE since the RTP profile has already been chosen in the initial invitation.
*** End change 5 ***
*** Start change 6 ***
E.4
Bi-directional real-time text (3 kbps, IPv4 or IPv6, RTCP and MBR=GBR bearer)

Bi-directional text at 3 kbps all inclusive (text, IP overhead, RTCP).

Table E.3: QoS mapping for bi-directional real-time text (3 kbps, IPv4, RTCP and MBR=GBR bearer) when using a conversational class bearer

	Traffic class
	Conversational class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1 400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	1*10-3 
	Text should have a higher level of protection than voice and video.

	Transfer delay (ms)
	130 ms
	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the PS domain during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the radio access bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	3.0
	An assumed total bit-rate of a real-time text service including headers and RTCP.

	Maximum bitrate for uplink (kbps)
	3.0
	The same as the guaranteed bitrate. 

	Guaranteed bitrate for downlink (kbps)
	3.0
	An assumed total bit-rate of a real-time text service including headers and RTCP.

	Maximum bitrate for downlink (kbps)
	3.0
	The same as the guaranteed bitrate. 

	Allocation/Retention priority
	Subscribed value
	Indicates the relative importance to other radio access bearers. It should be a lower value to the priority of a Conversational bearer with source statistics descriptor ‘speech'.

	Source statistics descriptor
	‘unknown'
	


Using a conversational class bearer means that resources are reserved throughout the session. Depending on the intended usage of real-time text, it might not be the most resource efficient choice to use a conversational class bearer, especially if it is foreseen that the sessions will be long-lived while the actual text conversations will be rare and bursty. Table E.4 therefore shows an example with QoS mapping for using an interactive class bearer.

Table E.4: QoS mapping for bi-directional real-time text (3 kbps, IPv4, RTCP) when using an interactive bearer

	Traffic class
	Interactive class
	Notes

	Delivery order
	No
	In sequence delivery is not required

	Maximum SDU size (octets)
	1 400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and voice transport delay and delay variation.

	SDU error ratio
	10-4
	Text should have a higher level of protection than voice and video.

	Maximum bitrate (kbps)
	[Depending on UE category]
	Should be set as high as the UE category can handle

	Allocation/Retention priority
	Subscribed value
	Indicates the relative importance to otherradio access bearers. It should be a lower value to the priority of a Conversational bearer with source statistics descriptor ‘speech'.

	Traffic handling priority
	3
	

	Signalling indication
	‘No’
	


Table E.5: QoS mapping for bi-directional real-time text (3 kbps, IPv6, RTCP and MBR=GBR bearer) when using a conversational class bearer

	Traffic class
	Conversational class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1 400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	1*10-3 
	Text should have a higher level of protection than voice and video.

	Transfer delay (ms)
	130 ms
	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the PS domain during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the radio access bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	4.0
	An assumed total bit-rate of a real-time text service including headers and RTCP.

	Maximum bitrate for uplink (kbps)
	4.0
	The same as the guaranteed bitrate. 

	Guaranteed bitrate for downlink (kbps)
	4.0
	An assumed total bit-rate of a real-time text service including headers and RTCP.

	Maximum bitrate for downlink (kbps)
	4.0
	The same as the guaranteed bitrate. 

	Allocation/Retention priority
	Subscribed value
	Indicates the relative importance to other radio access bearers. It should be a lower value to the priority of a Conversational bearer with source statistics descriptor ‘speech'.

	Source statistics descriptor
	‘unknown'
	


*** End change 6 ***
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