Page 1



3GPP TSG-SA4 Meeting #70 
(
 S4-121112
Chicago, USA, 13-17 August 2012











Revision to S4-121139
	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	26.346
	CR
	0282
	(

rev
	1
	(

Current version:
	11.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Frame Compatible Stereoscopic 3D video support

	
	

	Source to WG:
(

	Huawei Technologies Co., Ltd.

	Source to TSG:
(

	S4

	
	

	Work item code:
(

	M3DV
	
	Date: (

	14/08/2012

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The frame compatible pixel arrangement has been identified as an essential 3D format to be supported so as to provide stereoscopic 3D video contents to already available 3D capable UEs in the market. Additionaly, stereoscopic 3D video content if provided over MBMS should be received and process only by stereoscopic 3D video capable UE.

	
	

	Summary of change:
(

	This change provides support of the H.264 (AVC) frame packing arrangement SEI messages as well as add new Service Capability tag which prevent non 3D capable UE from consumption of the stereoscopic 3D video content. 

	
	

	Consequences if 
(

not approved:
	If not approved, 3D capable UEs will not be able to identify the 3D nature of the video conveyed, and therefore will not display it appropriately.

	
	

	Clauses affected:
(

	3.1; 10.5; 11.9

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	Third change is related to S4-121088


FIRST CHANGE
3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply:
Broadcast session: See 3GPP TS 22.146 [2].

Forward Error Correction (FEC): in the context of MBMS, a FEC mechanism is used at the application layer to allow MBMS receivers to recover lost SDUs
FLUTE channel: equivalent to an ALC/LCT channel
An ALC/LCT channel is defined by the combination of a sender and an address associated with the channel by the sender (RFC 3926 [9]).
Frame-packed stereoscopic 3D video: a video bitstream consisting of two views in which both views were packed into a single image before encoding.
Multicast joining: See 3GPP TS 22.146 [2].
Multicast session: See 3GPP TS 22.146 [2].
Multimedia Broadcast/Multicast Service (MBMS): See 3GPP TS 22.146 [2].
MBMS over a Single Frequency Network: See 3GPP TS 25.346 [5]
MBMS user services: MBMS User Service may use more than one Multimedia Broadcast/Multicast Service (bearer service) and more than one Broadcast and/or Multicast session

See 3GPP TS 22.246 [3].

MBMS user service discovery/announcement: user service discovery refers to methods for the UE to obtain the list of available MBMS user services along with information on the user service and the user service announcement refers to methods for the MBMS service provider to make the list of available MBMS user services along with information on the user service available to the UE
MBMS user service initiation: UE mechanisms to setup the reception of MBMS user service data
The initiation procedure takes place after the discovery of the MBMS user service
MBMS delivery method: mechanism used by a MBMS user service to deliver content
An MBMS delivery method uses MBMS bearers in delivering content and may make use of associated procedures.

MBMS download delivery method: delivery of discrete objects (e.g. files) by means of a MBMS download session
MBMS streaming delivery method: delivery of continuous media (e.g. real-time video) by means of a MBMS streaming session
MBMS download session: time, protocols and protocol state (i.e. parameters) which define sender and receiver configuration for the download of content files
MBMS streaming session: time, protocols and protocol state (i.e. parameters) which define sender and receiver configuration for the streaming of content

RTP Session: The RTP and RTCP traffic sent to a specific IP multicast address and port pair (one port each for RTP and RTCP) during the time period the session is specified to exist. An RTP session is used to transport a single media type (e.g. audio, video, or text). An RTP session may contain several different streams of RTP packets using different SSRCs.

Unicast Bearer Service: Synonymously used as the term “UMTS Bearer Services with interactive and/or streaming traffic classes”.
END OF FIRST CHANGE
SECOND CHANGE
10.5
Video

If video is supported, H.264 (AVC) Constrained Baseline Profile Level 1.3 decoder (ITU-T Recommendation H.264|  ISO/IEC 14496-10 [43]) without requirements on output timing conformance (annex C of [43]) shall be supported.
In addition, if HDTV video content at a resolution of 1280x720 (720p) with progressive scan at 30 frames per second is supported by the MBMS client, H.264 (AVC) High Profile Level 3.1 decoder [43] with frame_mbs_only_flag=1, without requirements on output timing conformance (Annex C of ITU-T Recommendation H.264 [43]) shall be supported. Maximum VCL Bit Rate shall be constrained to 14Mbps by cpbBrVclFactor & cpbBrNalFactor being fixed to 1000 and 1200 respectively, irrespective of the profile. Note that peak Bit Rate is determined by the CPB size.
In addition, if frame-packed stereoscopic 3D video is supported by the MBMS client, decoding of frame packing arrangement SEI messages as specified in H.264 (AVC) [43] with the following constraints shall be supported:

· The syntax element frame_packing_arrangement_type has one of the following two defined values: 3 for Side-by-Side, 4 for Top-and-Bottom.
· The syntax element quincunx_sampling_flag is equal to 0;

· The syntax element content_interpretation_type is equal to 1; 

· The syntax elements spatial_flipping_flag is equal to 0;

· The syntax element field_views_flag is equal to 0;

· The syntax element current_frame_is_frame0_flag is equal to 0;

When an access unit contains a frame packing arrangement SEI message A and the access unit is neither an IDR access unit nor an access unit containing a recovery point SEI message, the following two constraints apply:

· There shall be another access unit that precedes the access unit in both decoding order and output order and that contains a frame packing arrangement SEI message B.

· The two frame packing arrangement SEI messages A and B shall have the same value for the syntax element frame_packing_arrangement_type.
Note that MBMS does not offer dynamic negotiation of media codecs.
NOTE: a High Profile decoder is able to decode a Main Profile stream that is progressively encoded.

When H.264 (AVC) is in use in the MBMS streaming delivery method, it is recommended to transmit H.264 (AVC) parameter sets within the SDP description of a stream (using sprop-parameter-sets MIME/SDP parameter [35]), and it is not recommended to transmit parameter sets within the RTP stream. Moreover, it is not recommended to reuse any parameter set identifier value that appeared previously in the SDP description or in the RTP stream. However, if a sequence parameter set is taken into use or updated within the RTP stream, it shall be contained at least in each IDR access unit and each access unit including a recovery point SEI message in which the sequence parameter set is used in the decoding process. If a picture parameter set is taken into use or updated within the RTP stream, it shall be contained at the latest in the first such access unit in each entry sequence that uses the picture parameter set in the decoding process, in which an entry sequence is defined as the access units between an IDR access unit or an access unit containing a recovery point SEI message, inclusive, and the next access unit, exclusive, in decoding order, which is either an IDR access unit or contains a recovery point SEI message. 

There are no requirements on output timing conformance (annex C of ITU-T Recommendation H.264 [43]) for MBMS clients.

The H.264 (AVC) decoder in an MBMS client shall start decoding immediately when it receives data (even if the stream does not start with an IDR access unit) or alternatively no later than it receives the next IDR access unit or the next recovery point SEI message, whichever is earlier in decoding order. Note that when the interleaved packetization mode of H.264 (AVC) is in use, de-interleaving is normally done before starting the decoding process. The decoding process for a stream not starting with an IDR access unit shall be the same as for a valid H.264 (AVC) bitstream. However, the client shall be aware that such a stream may contain references to pictures not available in the decoded picture buffer.
END OF SECOND CHANGE 
THIRD CHANGE 

11.9
MBMS Feature Requirements

MBMS features enable the BM-SC to signal to the UE the set of capabilities that are required for the consumption of the MBMS user service. The required capability list is indicated in the MBMS User Service Description of the corresponding MBMS user service as defined in section 11.2.1.

The MBMS UE shall not attempt to receive the service if it detects that at least one required capability, indicated in the USD, is not supported or not understood. The introduction of new features is possible and assumes that unidentified features shall be interpreted by the UE as a requirement that cannot be fulfilled.

The following list of features is currently identified:

Table 2 - MBMS Feature Requirement List

	Service Capability
	References
	Recognized Feature Values (Integer)

	Speech
	as defined in clause 10.2
	0

	AMR-WB
	as defined in clause 10.2
	1

	Enhanced aacPlus 
	as defined in clause 10.3
	2

	Extended AMR-WB 
	as defined in clause 10.3
	3

	Synthetic audio 
	as defined in clause 10.4
	4

	H.263
	as mentioned in clause 10.5 
	5

	H.264 Constrained Baseline Profile Level 1b 
	as defined in clause 10.5 (of Release 6)
	6

	Still images 
	as defined in clause 10.6
	7

	Bitmap graphics 
	as defined in clause 10.7
	8

	Vector graphics 
	as defined in clause 10.8
	9

	Text 
	as defined in clause 10.9
	10

	Timed text 
	as defined in clause 10.10
	11

	3GPP file format 
	as defined in clause 10.11
	12

	H.264 Constrained Baseline Profile Level 1.2 
	as defined in clause 10.5 (of Release 7)
	13

	Scene Description 
	as defined in clause 10.12
	14

	MBSFN mode in UTRAN
	as defined in 3GPP TS 25.346 (of Release 7)
	15

	H.264 Constrained Baseline Profile Level 1.3
	as defined in clause 10.5 (of Release 9)
	16

	Frame-packed stereoscopic 3D video
	as defined in clause 10.5 (of Release 11)
	XX


The list of features may be extended in the future.
END OF THIRD CHANGE 
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