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FIRST CHANGE

7.2.4 FLUTE packets of DASH Segments in different order

In deployments in which the DASH segments are produced in the same location as the BM-SC, out of order delivery of the FLUTE packets composing a DASH segment become technically possible while being compliant to the DASH specification. This may allow to reduce the overall delay for delivering DASH over MBMS. However, creation of DASH segments within the BM-SC is one very specific deployment option, and it is expected that most deployments would have DASH segmentation function not co-located with the BM-SC.

When a DASH media segment is in the 3GPP file format, it can be constructed out of order in the following way.  As media samples (video and audio frames etc.) are available, they are appended at an estimated offset at the end of the segment, in what will become the body of the media-data (‘mdat’) box. The estimate needs to be as large as the maximum size of the data that will later be inserted to complete the segment. The size of the movie fragment may depend on the number of samples provided in the DASH Segment.

When the segment is to be completed, the earlier parts are then constructed and sent; those earlier parts include the segment-type (‘styp’) box, movie fragment (‘moof’) box, and the header of the media-data box. Padding may be needed to fill in to the estimated offset used.

In order to do this, the sender needs to:

· Ensure that the DASH segment is sent as a single source block

· Estimate the size of the earlier parts of the segment, to determine the offset to the first media samples. 

· Select a suitable encoding symbol size considering boundary alignment with the start of the media data container

· Send the file partitioning information at the end, as the actual file size of the DASH segment is only known at DASH segment creation. 

