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1. Overall Description:
SA4 would like to thank TSG RAN WG5 for their LS on EPS bearer mapping (S4-160713/R5-163046).

SA4 agrees that the b=AS values available in TS 26.114 Annex A.4.7.4 can be used for the mapping to the MBR parameters when H.264 level 3.1 is used. However, the b=AS value does not include the RTCP overhead and also does not consider the rounding effects in the MBR and GBR parameter encoding. The b=AS value is also only usable for determining the bitrate for the MBR parameter. When an MBR>GBR bearer is used for video then there is no other information in the SDPs that could be used for determining the bitrate for the GBR parameter.

SA4 has therefore agreed to add two new QoS examples to TS 26.114, one example for IPv4 and another example for IPv6, see attached draft CR. Both QoS examples are based on the SDP examples in Annex A.4.7.4 and and subjective tests performed for H.264 level 3.1 (720p) in TR 26.906. Both examples also assume that MBR>GBR bearers are allocated. SA4’s intention is to prepare the final CR at the next meeting in September. SA4 suggests that RAN5 uses the MBR and GBR values in these QoS examples.


2. Actions:
To RAN5 group.
ACTION: 	SA4 kindly asks RAN5 to take the above information into account.

3. Date of Next TSG-SA WG4 Meetings:
TSG-SA4 Meeting #90	5th – 9th September 2016	Ljubljana, SI
TSG-SA4 Meeting #91	24th – 28th October 2016	Bangalore, IN


