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Decision/action requested

Discussion
2
References

[1]
NGMN Top OPE Recommendations by NGMN Alliance version 1.0  20-07-2010

[2]
3GPP TR 32.838 V0.6.0 (2014-02) Compliance of 3GPP SA5 specifications to the NGMN Top Operational Efficiency (OPE) Recommendations
3
Rationale

Current versione of TR 32.838 does not address Trace Management (Section 9). It is proposed to add a table taking into account raccomandations provided  in [1]
4
Detailed proposal

	Proposed change


9
Enhancement of Trace functionality

9.1
Trace on Uu, S1 and X2 interfaces
	Top OPE Recommendations Clause 9.3 "The infrastructure system supports trace functionality as specified in 3GPP 32.421, 32.422, and 32.423. It shall be possible to trace information (standardized or proprietary) on interfaces Uu, S1, X2"

	Relevant 3GPP specifications: 32.421, 32.422, 32.423

	Compliance statement

TBD

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	Trace Management is supported from Rel-8 onwards (3GPP TS 32.421, 32.422, and 32.423). 
	None
	
	Closed

	2
	Tracing of internal eNB measurements is supported for MDT from Rel-10 onwards (37.320, 36.314)
	None
	
	Closed


9.2
Support for trouble-shooting, optimization, network wide monitoring and trouble detection and customer specific trouble shooting
	Top OPE Recommendations Clause 9.3" The trace functionality is seen as basis for trouble-shooting, optimization, network wide monitoring and trouble detection and customer specific trouble shooting"

	Relevant 3GPP specifications: xxx

	Compliance statement

TBD

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	Cell Trace and/or UE trace with additional capability of MDT support a wide range of use cases for troubleshooting, optimization, network wide monitoring and trouble detection and customer specific trouble shooting
	None
	
	Closed

	2
	Enhancements to MDT with additional measurements related to QoS/QoE should be supported. Under RAN2 responsibility (hence not in scope of SA5 until RAN2 work is started)
	None
	
	Open


9.3
UE support for transparent collection and reporting of measurements / events
	Top OPE Recommendations Clause 9.3 "Tracing shall rely on UE support for transparent collection and reporting of measurements / events "

	Relevant 3GPP specifications: xxx

	Compliance statement

TBD

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	Tracing/MDT supports the collection of UE measurements/events upon activation from the the network.
	None
	
	Closed


9.4
Interface to external 3rd party systems
	Top OPE Recommendations Clause 9.3 "Interface to external 3rd party systems like Customer Experience Mgmt systems "

	Relevant 3GPP specifications: xxx

	Compliance statement

TBD

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	This requirement is out of scope of 3GPP SA5 interfaces.
	None
	
	Closed


9.5
Capture and store real-time data across technologies
	Top OPE Recommendations Clause 9.3 "User Call Trace applications should be able to capture and store real-time data for specific calls or subscribers across several network elements and technologies (e.g. 2G/3G/LTE)"

	Relevant 3GPP specifications: 32.421, 32.422, 32.423

	Compliance statement

TBD

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	Supported by signalling activation: (32.422 sect. 4.1.2.1) “In case of home subscriber trace (i.e. in the HPLMN) the Trace Session activation shall go to the HSS / MSC Server / SGSN / MME. 
	None
	
	Closed


9.6
Successful and unsuccessful calls
	Top OPE Recommendations Clause 9.3 "Tracing and logging of all successful and unsuccessful calls to any of registered numbers"

	Relevant 3GPP specifications: 32.421, 32.422, 32.423

	Compliance statement

TBD

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	Supported with signalling and management activation by tracing CN protocol interfaces
	None
	
	Closed


9.7
High number of users / events
	Top OPE Recommendations Clause 9.3 "Enhanced functions shall efficiently support the tracing for a high number of users / events with limited impact on the existing network infrastructure "

	Relevant 3GPP specifications: xxx

	Compliance statement

TBD

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	The standard specifications do not impose a limit for the number of users/events that can be monitored by Tracing functionalities. The scalability of the current solutions however could be further analysed in order to identify potential enhancements.
	FFS
	
	Open


9.8
Set call identifying parameter values
	Top OPE Recommendations Clause 9.3 "Application has to offer the ability to set call identifying parameter values. These settings shall act as call / transaction filters. Each parameter of every protocol has to be available for selection"

	Relevant 3GPP specifications: xxx

	Compliance statement

TBD

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	Supported with signalling and management activation by tracing CN protocol interfaces
	None
	
	Closed


	End of proposed changes


