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1
Decision/action requested

Discuss and approve on the text proposal.
2
References

[1]
3GPP TR 32.842, “Study on network management of virtualized networks”
3
Rationale

The notes included in section 6.1.1 and section 6.2 are misleading. The requirements in section 6.1 are to define how the VNF should behave. Of cource, this VNF can be co-located with PNF to form a mixed network. But, it does not mean this requirements are defined specifically for the mixed network. For the same reason, the note in section 6.2 is not needed. This contribution also corrects some errors in section 6 in TR 32.842 [1].
4
Detailed proposal
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6
Potential requirements
6.1
Requirements for management of VNF only network
6.1.1 General requirements
REQ-NFVM_VN-GN-CON-1 Operator should be able to manage mobile networks that are composed of VNF instance(s) only.
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6.1.4 PM requirements

REQ-NFVM_VN-PM-CON-1 EM manages a number of VNFs. VNFM should be able to identify the VR performance measurements related to the managed VNFs, tag the VR performance measurements with the managed VNF identity and send the tagged VR performance measurements to the subject EM, via the Ve-Vnfm-em reference point.
REQ-NFVM_VN-PM-CON-2 EM should be able to emit notification indicating the PM measurement of a specific VNF instance or VNFC instance threshold crossing to NM.
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6.2
Requirements for management of mixed network
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