3GPP TSG SA WG5 (Telecom Management) Meeting #105
S5-161095
25-29 January 2016, Bratislava (Slovakia)
revision of S5-16xabc
Source:
ZTE, China Mobile
Title:
Add business level use case of VNF software update
Document for:
Approval

Agenda Item:
6.5.1.5
1
Decision/action requested

Agree to add the proposed use case.
2
References

[1]
3GPP draft TS 28.525 “Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements”, v.0.2.0

3
Rationale

 This contribution proposes the business level use cases of VNF software update. 
When introducing management solutions for mobile networks that include VNFs, the principle is to reuse existing 3GPP management mechanisms as much as possible. For the VNF software update, reusing the existing software update mechanism will be benefit to reduce the time to market.
4
Detailed proposal

	1st modified section


5.1
Requirements
… …
REQ-MAMO-LCM-FUN-X 3GPP management system shall be able to update the software of VNF Instance based on the request from NFV-MANO.

	Next modified section


5.4
High-level use cases

…
5.4.X
VNF software update
	Use Case
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Update the VNF instance software.
	

	Actors and Roles
	3GPP management system
	

	Telecom resources
	3GPP management system
NFV-MANO system
VNF
	

	Assumptions
	
	

	Pre-conditions
	The new version of the VNF software has been downloaded in 3GPP management system.
	

	Begins when 
	3GPP management system receives the request from NFV-MANO system to update the software of a managed VNF insance.
	

	Step 1 (M)
	3GPP management system updates the software of the VNF insance.
	

	Step 2 (M)
	NFV-MANO system is nodified the completion of the software update, and updates the registered information of the VNF software.
	

	Ends when (*)
	Ends when all steps identified above are completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The VNFsoftware is updated.
	

	Traceability (*)
	REQ-MAMO-LCM-FUN-X
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