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In the case where CDR decoding errors are found, it should be possible to inform the generating node about the error.  Existing codes do not explictly cover this situation.  A new Cause code is therefore added to account for such an error.
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A new Cause code is added in section 7.3.1 and 7.3.4.6
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CDRs in errors are not clearly reported and hence may be overlooked.
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Other comments:
(



7.3.1 List of all GTP' message types

…

For Cause Codes:  Cause values used in requests: 49 to 63, Cause values used in responses indicating acceptance: 177 to 191, Cause values used in responses indicating rejection: 241 to 255.

Charging related Cause values introduced for the present document:

In requests:

63   
This node is about to go down

62   
Another node is about to go down

61   
The receive buffers are becoming full

60   
The transmit buffers are becoming full

59   
System failure

In responses indicating acceptance:

177
CDR decoding error
In responses indicating rejection:

255   
Request not fulfilled

254   
Sequence numbers of released/cancelled packets IE incorrect

253
Request already fulfilled

252
Request related to possibly duplicated packets already fulfilled

…

7.3.4.6 Data Record Transfer Response

…

Possible Cause values are:

-
"Request Accepted";

-
"No resources available";

-
"Service not supported";

-
"System failure";

-
"Mandatory IE incorrect";

-
"Mandatory IE missing";

-
"Optional IE incorrect";

-
"Invalid message format";

-
"Version not supported";

-
"Request not fulfilled";

-
“CDR decoding error“;
-
"Request already fulfilled";

· "Request related to possibly duplicated packet already fulfilled".

The cause value “CDR decoding error” is optional, primarily intended to inform the CDR generating node that the receiving node can not decode the CDR.  Thus, special features in the receiving node that are based on information within the CDR would not be operable.  This message could alert the operator of a remote generating node of incompetibe CDR encoding.  It is Optional and no action or resonse is required.
…
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