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Figure 1: Trace activation flow in CS/PS domain and in the radio network
Note: If the subscriber is not registered in the network, the activation flow will continue only after the registration (i.e. IMSI attach) procedure.

Figure 2 Trace deactivation flow in CS/PS domain and in the radio network
Figure 3 Trace activation flow in IMS
Note: If the subscriber is not registered in the network, the activation flow will continue only after the registration procedure.


Figure 4 Trace deactivation flow in IMS
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If the call is in GERAN





MSC_INVOKE_TRACE (IMSI/IMEI, Trace session reference, tracetype, trace recording session reference)





If the call is in UTRAN





CN_INVOKE_TRACE (IMSI /IMEI, Trace session reference, tracetype, trace recording session reference)





If a session is started





GTP Create/Update-PDP-Context-Request (IMSI/IMEI, Trace session reference, tracetype, trace recording session reference)





If the session is in GERAN





MSC_INVOKE_TRACE (IMSI/IMEI, Trace session reference, tracetype, trace recording session reference)
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CN_DEACTIVATE_TRACE (IMSI/IMEI Trace session reference)





If the session is in UTRAN





MSC_INVOKE_TRACE (IMSI/IMEI Trace session reference)





If the session is in GERAN





GTP Update-PDP-Context-Request (IMSI/IMEI Trace session reference)





If a session is started
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If the call is in UTRAN





MSC_INVOKE_TRACE (IMSI/IMEI Trace session reference)
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Deactivation via Megaco (IMSI/IMEI Trace session reference)





If a call is started





MAP_DEACTIVATE_TRACE_MODE (IMSI, Trace session reference)








Deactivation (IMSI, Trace session reference)
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If subscriber is registered








Deactivation (Public ID, Trace session reference)








Deactivation on Cx interface (Public ID, Trace session reference)
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Activation on SIP interface (Public ID, Trace session reference, tracetype, Trace recording session reference)





Deactivation (IMEI(SV), Trace session reference)





Activation on Cx interface (Public ID, Trace session reference, tracetype)





If subscriber is registered
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Activation (IMEI(SV), Trace session reference, tracetype)





Deactivation on SIP interface (Public ID, Trace session reference)
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