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	Reason for change:
(

	TS 23.172 specifies stage 2 SCUDIF, under N3 responsibility, does not specify anything related to interactions with the AoC supplementary service. A new clause of AoC for SCUDIF needs to be added to TS22.024. Should the treatment follow suit, this can cause a significant amount of difference between the cost being presented to the customer and the actual bill calculated in the network because the time when the ME (MS) starts using new AoC values gets behind the time when the network starts using them by amount of CDUR left for a timer interval approximately each time the bearer change occurs upon SCUDIF modification during a call.

	
	

	Summary of change:
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	On receipt of new AoC values for SCUDIF following the Mode Modify procedure to change its bearer, for instance from Audio to Video and vice versa, ME (MS) shall reset CDUR consumed for a current charge meter so far and start over estimating the cost for a new bearer. In this estimation, the ME (MS) shall add initial units to CCM and measure units on a time basis using the new values. 
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not approved:
	The more SCUDIF is requested during a call the more the cost ME (MS) indicates would misalign with the actual bill calculated by the network. Although an exact one-to-one relation with the bill cannot be garanteed due to a delay in signalling, the descripancy due to Mode Modify procedure can affect an accuracy on CAI and this cannot be avoided.
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**** First set of changes ****

1.1
References
[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 22.086: "Advice of Charge (AoC) Supplementary Services ‑ Stage 1".
   [3]                     3GPP TS 23.172: “Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2”
**** Second set of changes ****

4.4
Interactions with SCUDIF supplementary service
When the MS requires a bearer change, e.g. from Audio to Video or vice versa, the SCUDIF Mode modify procedure is performed as described in TS 23.172 [3]. Depending on the operator’s policy the success of the procedure may trigger a Facility message to convey new values for the CAI parameters. On receipt of new CAI values triggered by a service change based on the  SCUDIF supplementary service, the MS shall reset CDUR and continue incrementing the CCM using the new CAI parameters as stated in subclause 4.3 of this specification. The MS shall add initial units to the CCM and measure units on a time basis using the new values.
**** End of changes ****
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