3GPP TSG-SA5 (Telecom Management)





      S5-060352    Meeting #48, Kunming, CHINA, 3 - 7 Jul 2006

3GPP TSG-SA5 (Telecom Management)

S5-060352
Meeting #48, Kunming, CHINA, 3 - 7 Jul 2006
Source:
<Liang Shuangchun (liangshuangchun@bcdi.com.cn)>  
Title:
WT58 UTRAN measurement RG Session Report 
Document for:
Approval 

Agenda Item:
3.7
1 Output Documents

1.1 Documents for approval

The RG requests <SWG-D> to forward the following documents to SA5 for approval: 

	Type
	Tdoc#
	TS
	Rel
	Title
	Relation to other CR

	CR
	S5-060684
	32.405
	7
	R7 CR 32.421 Add RRC Connection Usage
	N/A

	CR
	S5-060700
	32.405
	7
	CMCC R7 32.405 Add measurements about RAB with different data rates of conv service.doc
	N/A


1.2 Documents for Information to SA

None.
1.3 Documents to be withdrawn

None. 
1.4 Any other action requested by the SWG or SA5

None. 
2 Progress status

Percentage of completion (Rel-7 WT58): 60% (previously 30%)

Summary of progress: 
Two contributions have been agreed for approval. 
It needs to clarify what’s the use case of traffic of RLC and Iu user plane layer. It should be further considered the impact of measurement template modification with RncFunction and UtranCell object classes.
Outstanding issues:

None.
3 Minutes

The <WT58> session was held on < Wednesday, 1st Quarters>.

	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-060423
	Usage of RRC Connection Measurements
Presented by John
Nokia: it is not necessary to distinguish the “cause” for measurements related to RRC connection usage. Because it will result in RNC load heavy if the measurement period is more than one hour.
CATT, ZTE: propose to remove the “cause”.

Motorola: agree to remove the “cause” from these measurements.

Conclusion: it is noted.
	Motorola

	S5-060424
	Add RRC Connection Usage Measurements
Presented by John
CMCC: the Tdoc number is not correct.
Motorola: agree to update them.

Conclusion: agreed. Need a new Tdoc number.
	Motorola

	S5-060501
	CMCC R7 32.405 Change measurements and template with UtranCell and RncFunction object classes
Presented by Liang Shuangchun
Nokia: Because the measurement template has been defined in specification 32.404, it is not proper for the measurement template change request submitted to 32.405.
CMCC: agree this proposal, will give a new CR for measurement template submitted to 32.404.

Nokia: if the measurement template modification agreed, then it will impact all the measurements with two object level, such as SHO related measurements, how to deal with this question? It is better to give an example to explain clearly.
CMCC: here, the template modification is only used to RAB related measurements. And for UE in SHO state, the RNC will know RAB establish in which utrancell, but the influence of template modification for other measurements should be further study.
Conclusion: Not agreed, update for next meeting.
	China mobile

	S5-060502
	CMCC R7 32.405 addition of measurement CS traffic and RAB with different data rates of conv service
Presented by Liang Shuangchun
Ericsson: the data rate conversational service is whole set or subset from specification?
CMCC: whole set except the WB-AMR data rate.
Motorola: the <U> and <D> should be used following uplink and downlink respectively. The notes should changed to “As indicated above, <U> and <D> are integer values that map to the conversational service specified uplink and downlink data rates, respectively.”
CMCC: agree with this proposal.
CMCC: the cell traffic for CS domain in this CR needs more discussion, then remove it from this CR.

Conclusion: agreed with RAB related measurements with different data rates of conversational service. Need a new Tdoc number.
	China mobile

	S5-060503
	CMCC R7 32.405 addition of measurement about UTRAN cell traffic performance for PS domain
Presented by Liang Shuangchun

Motorola: from limited system resource point of view, the measurement of MAC layer is better than RLC. Also from measurements related RLC, we don’t know why we need them.
CMCC: because the Iucs and Iups link IOC have been defined in CN NRM, the ATM layer traffic in UTRAN can not be achieved. So we need these measurements to meet the requirement of traffic volume measurement of an utrancell.
Nokia: but we can not see the benefit from these measurements. propose to change the “incoming” and “outgoing” with “uplink” and “downlink”.
CMCC: Agree with the words modification. We will provide more clear reasons for change next meeting.
Conclusion: Not agreed. Update expected for next meeting.
	China mobile

	S5-060504
	CMCC R7 32.405 addition of measurement about user plane traffic on the Iu interface
Presented by Liang Shuangchun

Nokia: the traffic volume measurements of RLC layer and IUUP layer are very similar. What’s the requirement?
CMCC: we want to know the RLC layer traffic based on UtranCell and IUUP layer based on RncFunction. They are different
Motorola: it is also very same with the traffic volume measurement of MAC layer. What’s the benefit from them?
CMCC: we will provide use case next meeting to explain it.
Conclusion: Not agreed. Update expected for next meeting.
	China mobile


4 Action items

	Item
	Description
	Release
	Owner
	Status 
	Target 

	1
	
	
	
	
	

	2
	
	
	
	
	


Participant list

	Attendee name
	Company

	Peter Gaigg
	Siemens

	Hübinette Ulf
	Ericsson 

	Lou Min
	Nortel

	Bodog ggula
	Nokia

	Wang Xuelong
	CATT 

	Trevor pirt
	Motorola

	John Kay
	Motorola

	Liang Shuangchun
	CMCC

	Yu Chengzhi
	CMCC

	Wang Lan
	CMCC

	Jerry Nan
	Ericsson

	Yao Yizhi
	Motorola 

	Huang Shuqiang
	ZTE
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