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1 Output Documents

1.1 Documents for approval

The RG requests <SWG-D> to forward the following documents to SA5 for approval: 

	Type
	Tdoc#
	TS
	Rel
	Title
	Relation to other CR

	CR
	S5-060710
	32.405
	7
	CMCC R7 32.405 addition of measurement about non-HS carrier power
	N/A

	
	
	
	
	
	


1.2 Documents for Information to SA

None.
1.3 Documents to be withdrawn

None. 
1.4 Any other action requested by the SWG or SA5

None. 
2 Progress status

Percentage of completion (Rel-7 WT73): 30% (previously 20%)

Summary of progress: 
It is necessary to measure HSDPA performance using RB related measurements. It should be checked detail trigger of message RADIO LINK RECONFIGURATION PREPARE and whether RADIO LINK SETUP can be used to measure HSDPA  setup performance.
Outstanding issues:

None.
3 Minutes

The <WT73> session was held on < Wednesday, 2nd Quarters>.
	Tdoc
	Title
	Source 

	S5-060380
	Add RLC traffic volume counters for HSDPA users
Presented by Liang Shuangchun

Nokia: RLC related measurements have been defined in 32.405 already, it is proposed to combine the existed ones and the measurements in this contribution.
CATT: Measurements in this CR is different with existed ones, because they are related to HSDPA.
Motorola: why to introduce the RLC measurements for HSDPA? What’s the requirement? And the title of two clauses is not consistence, one is related to RLC traffic, the other is related to RLC block HSDPA.

Conclusion: Not agreed, Update expected for next meeting.
	CATT-NORTEL

	S5-060381
	Addition of measurements for HSDPA channel power
Nokia: in current specification, there is no power value mapping for HS-DSCH, the transmitted power measurement method from CMCC contribution can be accepted. If we agree with that CR, then this CR is not needed to discuss again.
Nortel: HSDPA appeared in release 5, HSUPA appeared in release 6, now we discuss release 7. HSDPA and HSUPA should be considered at the same time now. According to the measurement method from CMCC CR can not give the power of HS-DSCH directly.
Conclusion: Not agreed, need more discussion.
	NORTEL-CATT

	S5-060385
	Discussion Paper on introducing measurements relevant to Radio Bearer
Nokia: agree with the message RADIO BEARER SETUP and RADIO BEAR SETUP COMPLETE to measure the HSDPA RB performance, but it is not enough, the RADIO BEARER RECONFIGRATION should also be included.
Motorola: RADIO BEARER RECONFIGRATION message should be further studied. And it is need more discussion how to measure HSDPA RB performance. 
Conclusion: Not agreed, Update expected for next meeting.
	CATT-MOTO-NORTEL

	S5-060505
	CMCC R7 32.405 addition of measurement about HS mobility management
Motorola: the title “4.x HSDPA mobility related measurements” is not proper to the title “4.x.2
Measurements related to channel switch from FACH/DCH to HS-DSCH”. Because the channel switch should not included in HSDPA mobility.
CMCC: we agree this proposal, and will split the channel switch into another CR.
Motorola: it is not proper for the cell change measurement based on target utrancell, it is better for source utrancell. For channel switch measurement, only one message “RADIO BEARER RECONFIGURATION COMPLETE” is not enough.
CMCC: we will further consider the proposal.
Conclusion: Not agreed, Update expected for next meeting.
	China Mobile

	S5-060506
	CMCC R7 32.405 addition of measurement about non-HS carrier power
Siemens: in item c), it is better to add “extracted from NBAP common measurement report (see TS 25.215 [12], TS 25.433 [7])”.
CMCC: agree with this proposal. And change the family name from HSD to CARR.
Conclusion: agreed, need a new Tdoc number.
	China Mobile

	S5-060507
	CMCC Use case for measurement related to HSDPA MAC-d and RB
CATT: it is not proper that RADIO LINK RECONFIGURATION PREPARE is used to measure HSDPA setup procedure.
CMCC and Nokia: it is better to check this message again.
Conclusion: it is noted.
	China Mobile

	S5-060508
	CMCC R7 32.405 addition of measurement related to HSDPA MAC-d and RB
CMCC: we’d like to discuss this issue with interesting company.
Conclusion: Not agreed, need more discussion.
	China Mobile

	S5-060509
	CMCC R7 32.405 addition of measurement related to the HSDPA user and HARQ
CMCC: here the user means the UE.
Motorola: what’s the meaning of the number of users?
CMCC: here the number of users is achieved by sum of the number of users at sampling predefined. If one sampling, there is 2 users, and another sampling, 1user, then the number user of this measurement is 3.

Motorola: this method will increase load heavy. It is better to reconsider it.
CMCC: we will further consider this proposal.
Conclusion: Not agreed, Update expected for next meeting.
	China Mobile

	S5-060510
	CMCC Use case for measurement related to MAC-hs data rate
Motorola: from use case, we cannot see clear requirement of the number of users in one TTI. Because one TTI=2ms, the time is very short, it is too heavy for system load.
CMCC: we want to know the average data rate of each user from the network point of view, not from each user point of view.
Motorola: it is not a good idea to use this method. Maybe there is a better method.
Conclusion: it is noted.
	China Mobile

	S5-060511
	CMCC R7 32.405 addition of measurement related to MAC-hs data rate
CMCC: we will further consider how to measure the data rate of each HSDPA user with interesting company
Conclusion: Not agreed, need more discussion.
	China Mobile

	S5-060519
	Discussion paper on HSDPA setup measurements
Nokia: we will further consider RB setup message to measure HSDPA RB performance. 
Catt, Motorola, CMCC and ZTE: HSDPA RB performance measurement should be added.
Conclusion: it is noted.
	Nokia

	S5-060520
	HSDPA setup measurement
Motorola: how to consider normal and abnormal cases?

Nokia: how to measure the HSDPA setup procedure needs more discussion, and we would like to discuss offline with interesting company.
Conclusion: Not agreed, need more discussion.
	Nokia


4 Action items

	Item
	Description
	Release
	Owner
	Status 
	Target 

	
	CATT will kick off the email discussion for HSDPA setup.
	7
	CATT
	open
	

	
	
	
	
	
	


Participant list

	Attendee name
	Company

	Peter Gaigg
	Siemens

	Hübinette Ulf
	Ericsson 

	Lou Min
	Nortel

	Bodog ggula
	Nokia

	Wang Xuelong
	CATT 

	John Kay
	Motorola

	Liang Shuangchun
	CMCC

	Yu Chengzhi
	CMCC

	Wang Lan
	CMCC

	Ajay Singh
	Lucent 

	Tommy Berggren
	TeliaSonera AB

	Jerry Nan
	Ericsson

	Yao Yizhi
	Motorola

	Huang Shuqiang
	ZTE














































































































































































































- 1 -
- 4 -

