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5.1.3.1.41
Service Specific Data

This is a grouped CDR field containing the fields: "Service Specific Identifier" and "Service Specific Value".

5.1.3.1.41A
Service Specific Identifier
This field holds the identification of the Service Specific Data parameter

5.1.3.1.41B
Service Specific Value
This field holds ervice specific data if and as provided by an Application Server.

<…>

	Next Modified Section


5.2.3.1
IMS CDRs

This subclause contains the abstract syntax definitions that are specific to the CDR types defined in TS 32.260 [20].

IMSChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) imsChargingDataTypes (4) asn1Module (0) version1 (0)}  

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

Exports everything

IMPORTS

CallEventRecordType, IPAddress, ManagementExtensions, LocalSequenceNumber, TimeStamp

FROM GenericChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) genericChargingDataTypes (0) asn1Module (0) version1 (0)}  

------------------------------------------------------------------------------

--

--  IMS RECORDS

--

------------------------------------------------------------------------------

IMSCallEventRecord ::= CHOICE 

--

-- Record values 31..37 are IMS specific

-- 


s-CSCFRecord

[31] S-CSCFRecord,


p-CSCFRecord

[32] P-CSCFRecord,


i-CSCFRecord

[33] I-CSCFRecord,


mRFCRecord


[34] MRFCRecord,


mGCFRecord


[35] MGCFRecord,


bGCFRecord


[36] BGCFRecord,


aSRecord


[37] ASRecord

S-CSCFRecord 
::= SET

{


recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,


called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL


iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress





[22] NodeAddress OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,


applicationServersInformation
[40] SEQUENCE OF ApplicationServersInformation OPTIONAL


requested-Party-Address


[41] InvolvedParty OPTIONAL,


list-Of-Called-Asserted-Identity [42] ListOfInvolvedParties OPTIONAL

}

P-CSCFRecord 
::= SET

{


recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,

nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,


called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,

iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress





[22] NodeAddress OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,

servedPartyIPAddress


[50] ServedPartyIPAddress OPTIONAL
}

I-CSCFRecord 
::= SET
{


recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,


called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,

iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,

s-CSCF-Information



[61] S-CSCF-Information OPTIONAL
}

MRFCRecord 
::= SET
{


recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,


called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,

iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress





[22] NodeAddress OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,


service-Id





[70] Service-Id OPTIONAL,


requested-Party-Address


[71] InvolvedParty OPTIONAL,


list-Of-Called-Asserted-Identity [72] ListOfInvolvedParties OPTIONAL
}
MGCFRecord 
::= SET
{

recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,

called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,

iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,

trunkGroupID




[80] TrunkGroupID OPTIONAL,


bearerService




[81] TransmissionMedium OPTIONAL
}

BGCFRecord 
::= SET

{


recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,
called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,

iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL
}

ASRecord 
::= SET
{


recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,
called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,

iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress





[22] NodeAddress OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,


serviceSpecificData



[100] OCTET STRING SEQUENCE OF ServiceSpecificData OPTIONAL,


requested-Party-Address


[101] InvolvedParty OPTIONAL,


list-Of-Called-Asserted-Identity [102] ListOfInvolvedParties OPTIONAL
}
------------------------------------------------------------------------------

--

--  IMS DATA TYPES

--

------------------------------------------------------------------------------

ACRInterimLost ::= ENUMERATED 

{


no 

(0),


yes 
(1),


unknown (2)

}

ApplicationServersInformation ::= SEQUENCE 
{

applicationServersInvolved 


[0] NodeAddress OPTIONAL,


applicationProvidedCalledParties
[1] SEQUENCE OF InvolvedParty OPTIONAL

}

Editor’s note: alignment of the syntax below with other domains / generic module required.
CauseForRecordClosing ::= ENUMERATED 

{


serviceDeliveryEndSuccessfully
(0),


unSuccessfulServiceDelivery

(1),


timeLimit





(3),


serviceChange




(4), -- e.g. change in media due to Re-Invite


managementIntervention


(5) -- partial record generation reasons to be added











 --  Additional codes are for further study

}

IMS-Charging-Identifier ::= OCTET STRING

Incomplete-CDR-Indication ::= SET 

{


aCRStartLost
[0] BOOLEAN, –- TRUE if ACR[Start] was lost, FALSE otherwise


aCRInterimLost
[1] ACRInterimLost, 


aCRStopLost

[2] BOOLEAN –- TRUE if ACR[Stop] was lost, FALSE otherwise

} 

InterOperatorIdentifierlist ::= SEQUENCE OF InterOperatorIdentifiers

InterOperatorIdentifiers ::= SEQUENCE 

{ 


originatingIOI[0] GraphicString OPTIONAL,


terminatingIOI[1] GraphicString OPTIONAL

}

InvolvedParty ::= CHOICE 

{


sIP-URI[0] GraphicString, -- refer to rfc3261


tEL-URI[1] GraphicString  -- refer to rfc3966

}

Editor’s note:  the constructs below are imported from the generic module
ListOfInvolvedParties ::= SEQUENCE OF InvolvedParty
Media-Components-List ::= SEQUENCE 

{


sIP-Request-Timestamp 
[0] TimeStamp OPTIONAL,


sIP-Response-Timestamp
[1] TimeStamp OPTIONAL,


sDP-Media-Components
[2] SEQUENCE OF SDP-Media-Component OPTIONAL,


mediaInitiatorFlag

[3] NULL OPTIONAL,


sDP-Session-Description
[4] SEQUENCE OF GraphicString OPTIONAL

}
MessageBody ::= SEQUENCE 

{


content-Type


[0] GraphicString OPTIONAL,


content-Disposition
[1] GraphicString OPTIONAL,


content-Length


[2] INTEGER OPTIONAL,


originator



[3] InvolvedParty OPTIONAL

}

Editor’s note: alignment of the syntax below with other domains / generic module required.
NodeAddress ::= CHOICE 

{


iPAddress 
[0] IPAddress,


domainName
[1] GraphicString

}

Role-of-Node ::= ENUMERATED 

{


originating (0),


terminating (1),


proxy       (2),


b2bua       (3)

}

S-CSCF-Information ::=  SEQUENCE

{

mandatoryCapabilities [0] SEQUENCE OF GraphicString OPTIONAL,

optionalCapabilities
 [1] SEQUENCE OF GraphicString OPTIONAL,

serverName 



 [2] GraphicString OPTIONAL

}
SDP-Media-Component ::=  SEQUENCE

{


sDP-Media-Name        
[0] GraphicString OPTIONAL,


sDP-Media-Descriptions
[1] SDP-Media-Description OPTIONAL,


gPRS-Charging-Id      
[2] INTEGER OPTIONAL,


authorized-QoS        
[3] GraphicString OPTIONAL       

}
SDP-Media-Description ::= SEQUENCE OF GraphicString
ServedPartyIPAddress  ::=  IPAddress 
Service-Id ::= GraphicString
ServiceSpecificData  ::=  SEQUENCE

{


serviceSpecificId       [0] INTEGER OPTIONAL,


serviceSpecificValue
[1] GraphicString OPTIONAL,

}
Session-Id ::= GraphicString
--
-- rfc3261: example for SIP Call-ID: f81d4fae-7dec-11d0-a765-00a0c91e6bf6@foo.bar.com 

--

SIP-Method ::= GraphicString

TransmissionMedium ::= SEQUENCE 
{


tMR
[0] OCTET STRING (SIZE (1)) OPTIONAL, -- required TM, refer to ITU-T Q.763

tMU
[1] OCTET STRING (SIZE (1)) OPTIONAL  -- used TM, refer to ITU-T Q.763

}

Editor’s note: alignment of the syntax below with other domains / generic module required.
TrunkGroupID ::= CHOICE 
{


incoming
[0] GraphicString,


outgoing
[1] GraphicString

}

END

	End of modifications
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	Correction to the service data ASN.1 definition
	F
	6.2.0
	6.3.0

	Mar 2006
	SA_31
	SP-060077
	0023
	--
	Correction to transfer of Charging Characteristics
	F
	6.2.0
	6.3.0

	Mar 2006
	SA_31
	SP-060082
	0024
	--
	Correction to List of Session Description Protocol (SDP) Media Components parameter
	F
	6.2.0
	6.3.0

	Mar 2006
	SA_31
	SP-060082
	0025
	--
	Correction to ASN.1 definitions of IMS CDRs parameters
	F
	6.2.0
	6.3.0

	Mar 2006
	SA_31
	SP-060082
	0026
	--
	Correction to the definition of Record Type parameter for IMS - Align with 32.260
	F
	6.2.0
	6.3.0

	Mar 2006
	SA_31
	SP-060082
	0027
	--
	Correction to List of Session Description Protocol (SDP) Media Components parameter ASN.1 definitions of IMS CDRs
	F
	6.2.0
	6.3.0

	Mar 2006
	SA_31
	SP-060081
	0028
	--
	Correction to Calling-Party-Address
	F
	6.2.0
	6.3.0

	Mar 2006
	SA_31
	SP-060077
	0029
	--
	Correction of G-CDR
	F
	6.2.0
	6.3.0

	Mar 2006
	SA_31
	SP-060076
	0030
	--
	Correction to PS-Furnish-Charging-Information parameter at service level in eGCDRs - Align with 32.251
	F
	6.2.0
	6.3.0

	Mar 2006
	SA_31
	SP-060078
	0031
	--
	Correction on service change indication (SCUDIF) - Align with 22.115, 23.172
	F
	6.2.0
	6.3.0

	Jun 2006
	SA_32
	SP-060241
	0013
	--
	Correction to Calling Party Address definition
	F
	6.3.0
	6.4.0

	Jun 2006
	SA_32
	SP-060241
	0014
	--
	Implicit registration: Add 'list of associated URIs' parameter to the IMS charging information - Align with SA2's 23.228 (IMS Stage 2)
	F
	6.3.0
	6.4.0

	Jun 2006
	SA_32
	SP-060242
	0015
	--
	Correct the length of QoSInformation and RequiredMBMSBearerCapabilities - Align with 29.060
	F
	6.3.0
	6.4.0

	Jun 2006
	SA_32
	SP-060245
	0016
	--
	Correction on service change initiator - Align with 23.172 (SCUDIF)
	F
	6.3.0
	6.4.0

	Jun 2006
	SA_32
	SP-060240
	0017
	--
	Correction on Object identifier
	F
	6.3.0
	6.4.0

	Jun 2006
	SA_32
	SP-060244
	0018
	--
	Add missing PoC CDR definitions and ASN.1 descriptions
	F
	6.3.0
	6.4.0

	Jun 2006
	SA_32
	SP-060241
	0019
	--
	Correction on IMS CDR ASN.1 code
	F
	6.3.0
	6.4.0

	Jun 2006
	SA_32
	SP-060242
	0020
	--
	Correct List of Service Data to count data volume in downlink direction in MBMS charging
	F
	6.3.0
	6.4.0

	Jun 2006
	SA_32
	SP-060241
	0021
	--
	Correction to Called Party Address in IMS Charging
	F
	6.3.0
	6.4.0
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