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	1st Modified Section


5.1.4.3.8
Participants involved

This field indicates the participants involved in the PoC session.
The field is of type grouped. It contains the participant address (Called party address), the participant access priority and User Participating Type.

	Next Modified Section


5.1.4.3.8C
User Participating Type
Indicates the User Participating Type participating in the PoC session i.e. Normal, NW PoC Box, UE PoC Box.

	Next Modified Section


5.2.4.3
PoC CDRs

This subclause contains the abstract syntax definitions that are specific to the CDR types defined in TS 32.272 [32].

POCChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) pocChargingDataTypes (7) asn1Module (0) version1 (0)}

DEFINITIONS IMPLICIT TAGS
::=

BEGIN

-- EXPORTS everything 

IMPORTS


CallDuration, RecordType, Diagnostics, IMSI, IMEI, IPAddress, ISDN-AddressString, LocalSequenceNumber, ManagementExtensions, MSISDN, NodeAddress, RecordingEntity, ServiceKey, TimeStamp, ServiceContextID

FROM GenericChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) genericChargingDataTypes (0) asn1Module (0) version1 (0)}

GSNAddress, NodeID, SGSNPLMNIdentifier 

FROM GPRSChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) genericChargingDataTypes (2) asn1Module (0) version1 (0)}

IMS-Charging-Identifier, Incomplete-CDR-Indication, InterOperatorIdentifiers, InvolvedParty, MessageBody, Media-Components-List, Session-Id, SIP-Method

FROM IMSChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) imsChargingDataTypes (4) asn1Module (0) version1 (0)}

;

…
ParticipatingType



::=  ENUMERATED

{


normal              (0),

nW-PoC-Box          (1),


uE-PoC-Box


(2)
}

…

POCParticipant


::= SET

{


called-party-address


[1] InvolvedParty,


participant-access-priority

[2]
AccessPriority
OPTIONAL,

user-participating-type


[3]
ParticipatingType
OPTIONAL
}

POCSessionInitType

::= ENUMERATED

{


pre-established


   (0),


on-demand
  


   (1)

}

POCSessionType


::= ENUMERATED

{


1-to-1session              (0),

chat-group-session         (1),


pre-arranged-group-session (2),


ad-hoc-group-session       (3)

}

	End of modifications
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