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1
Decision/action requested

The group is asked to discuss the proposed attributes definitions for E-URAN GENERIC CELL and document the agreed part into the draft TS32.762.
2
References
3 Rationale
This contribution is to add corresponding descriptions for the added E-Utran Generic cell attributes.
4
Detailed proposal

Text Proposal for TR 32.762
It is proposed to add the following into the Draft TS 32.762.
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6.5
Information attribute definitions
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6.5.1
Definition and legal values

The following table defines the attributes that are present in several Information Object Classes (IOCs) of the present document.
Table: 
	Attribute Name
	Definition
	Legal Values

	
	
	

	
	
	Type: Numeric value

Range:  (-22..+5 dB)

Steps of 1dB

	
	
	

	
	
	An integral value representing a number of meters in 0.1 meter increments.

	
	
	Type: Numeric value

Range:  (-35..+15 dB)  Steps of 0.1dB

	
	
	A single integral value corresponding to an angle in degrees between 0 and 360.

	cellIdentity
	unambiguously identify a cell within a PLMN.
	Refer to TS36.331[9]

	cellType
	Cell type for management
	Enumerated {femto, pico, macro}.

	physicalCellIdentity
	Physical identity of the cell
	One of the 504 unique cell identities as described in TS36.300[10]

	plmnIdList
	List of unique identities for PLMN.
Note: A cell can broadcast up to 6 PLMN-id's.  This is to support the case that one cell can be used by up to 6 operators’ core networks.  See TS 36.331 [9] section 6.2.2: SystemInformationBlockType1/cellAccessRelatedInformation/plmn-IdentityList is a SEQUENCE (SIZE (1..6))
	



	tac
	Common Tracking Area Code for the PLMNs. The identity used to identify tracking areas. 
	a) It is the Tracking Area Code (TAC).  

b) A cell can only broadcast one TAC.  See TS 36.300 [10], section 10.1.7 (PLMNID and TAC relation).
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