Page 1



3GPP TSG-SA5 (Telecom Management)
S5-091602
Meeting SA5#63, 16-20 February 2009

Prague, Czech Republic

revision of S5-091200
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	TS32.405
	CR
	CRNum
	(

rev
	-
	(

Current version:
	8.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Add measurement for Non-HSDPA RB Setup

	
	

	Source to WG:
(

	Vodafone

	Source to TSG:
(

	S5

	
	

	Work item code:
(

	OAM8
	
	Date: (

	17/02/2009

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
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	Operators need to measure the number of succesfull HSDPA RBs setup as a percentage of the total succesfull. Measurements related to HSDPA RB setups are already included in this specification. Measurements for Non-HSDPA setups need to be added in order to derive the total and also the percentage of total RB setups that were for HSDPA.
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	A new section 4.35 is added.
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not approved:
	Operators will not be able to measure the number of succesfull HSDPA setups as a percentage of the total succesfull, in order to measure variations and trends in HSDPA demand over time. 
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	New Section


4.35
Non-HSDPA RB setup

4.35.1
Successful RB setups for Non-HSDPA RBs
a) This measurement provides the number of successful radio bearer setups for Non-HSDPA RBs.
b) CC

c) On receipt by the RNC of a RRC message RADIO BEARER SETUP COMPLETE, corresponding to the  transmission of the RRC message RADIO BEARER SETUP with the “Downlink transport channel type”  set to “DCH,FACH,DSCH, or DCH+DSCH” in the “RB mapping info” IE of the “RB information to setup”; Or on receipt by the RNC of a RRC message RADIO BEARER RECONFIGURATION COMPLETE, corresponding to the transmission of the RRC message RADIO BEARER RECONFIGURATION with “Downlink transport channel type” set to “DCH,FACH,DSCH, or DCH+DSCH ” in the “RB mapping info” IE of the “RB information to reconfigure” if the previous “Downlink transport channel type” of this RB is not the “DCH,FACH,DSCH, or DCH+DSCH”. See TS 25.331 [4].

d) A single integer value

e) NonHSDPA.SuccRBSetup
f) UtranCellFDD 
UtranCellTDDLcr 
UtranCellTDDHcr
g) Valid for packet switched traffic

h) UMTS
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