3GPP TSG-SA5 (Telecom Management)
S5-091644
Meeting SA5#63, 16-20 February 2009

Prague, Czech Republic
Title:
[DRAFT] LS on Signalling based trace (de)activation to PDN GW when using PMIP based S5/S8 interface
Response to:
LS (C4-090566 / S5-091405) on Signalling based trace (de)activation to PDN GW when using PMIP based S5/S8 interface from CT4
Release:
Rel-8 
Work Item:
OAM8-Trace 
Source:
SA5 
To:
CT4 
Cc:
SA2 

Cc:

Contact Person
Name:
Gyula Bodog
Tel. Number:


E-mail Address:
gyula.bodog@nsn.com
	Approval Date:
	

	Reply by (if required):
	


	For:

	Action:
	

	Information:
	


Attachments: 
1. Overall Description:

SA5 thanks CT4 for their LS considering Trace Session activation between SGW and PGW over PMIP based S5/S8. SA5 has discussed how the Trace Session should be activated to the PGW and analysed the two possible scenarios:

· Using PMIP to transfer the trace control and configuration parameters from SGW to PGW

· Using PCC signalling to transfer the trace control and configuration parameters from SGW to PGW.

SA5 has no preference on either solution, therefore accepts SA2 guidance on the topic. 

After SA2 decision, SA5 will make the necessary changes in TS 32.422 to define the Trace Session activation procedure flows to PGW according to SA2 guidance. 
2. Actions:

To CT4 group.

ACTION: 
SA5 kindly ask CT4 to follow SA2 guidance when defining the detailed Trace Session activation message to the PGW. 
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