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1
Decision/action requested

The group is asked to discuss the proposed Configuration Management requirements and Methods for 3G Home NodeB Gateway OAM&P, and introduce the agreed part into the draft TS 32.XX1.
2
References

[1]
3GPP S5-081929: “New WT-level WID on 3G Home NodeB GW OAM&P”
3
Rationale

In 3GPP SA5#62, the meeting discussed and agreed on new work item on 3G HNB GW OAM&P. This contribution is to add Configuration Management requirements and Methods to the TS32.xx1.
4
Detailed proposal

Text Proposal for TS 32.XX1
	1st Modified Section


2
References
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3GPP TS 25.467: " Technical Specification Group Radio Access Network (UTRAN); UTRAN Architecture for 3G HNB".
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3GPP TS 32.600: "Telecommunication management; Configuration Management (CM); Concept and high-level requirements".
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3GPP TS 32.601: "Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP); Requirements".
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3GPP TS 32.611: "Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): Requirements".

 

3
Definitions, symbols and abbreviations

3.1
Abbreviations

For the purposes of the present document, the following abbreviations apply:



CM
Configuration Management

CN
Core Network


GW                     Gateway

HNB                   Home NodeB

IRP
Integration Reference Point
IOC
Information Object Class

NRM
Network Resource Model
OAM 
Operations, Administration and Maintenance 




	End of 1st modifications


	2nd Modified Section


5        OAM Business Level Requirements of HNB GW
5.2
OAM Requirements for HNB GW 
5.2.1      Requirements for HNB GW Configuration Management
REQ-HNBGW_CM-CON-001 The HNB GW IPR Manager should be able to support Configuration Management so that it can provide proper service for the HNBs and CN.
REQ-HNBGW_CM-CON-002 The general and high-level requirements are applicable for the Configuration Management capabilities in accordance with 3GPP TS 32.600 [5].
REQ-HNBGW_CM-CON-003 The Network Resource Model shall contain HNB GW specific IOCs and related definitions, supporting HNB GW entities in the current 3GPP Release.
REQ-HNBGW_CM-CON-004 The Network Resource Model shall provide support for enabling consistency between HNB GW and HNB/CN parameters, e.g. by defining releva nt attributes.
	End of 2nd modifications


	3rd Modified Section


6
OAM Specification level Requirements of HNB GW
6.1
Configuration Management
6.1.1

Configuration Method

For each HNB GW, the detailed configuration management requirements are as follows:

REQ-HNBGW_CM-FUN-001 It shall be possible for IRPManager to retrieve and modify configuration information related to HNB GW entity. The detailed IRP-related requirements are defined in 3GPP TS 32.601[6].
REQ-HNBGW_CM-FUN-002 When the state of HNB GW changes, notifications shall be generated to IRPManager.
REQ-HNBGW_CM-FUN-003 When the configuration information of HNB GW changes, notifications shall be generated to IRPManager.
REQ-HNBGW_CM-FUN-004 It shall be possible for IRPManager to retrieve configuration information related to HNB GW entity in real-time approach. .  

REQ-HNBGW_CM-FUN-005 It shall be possible to transfer a CM file containing parameters for HNB GW from the NM to the IRP Agent using a standardised file format and transfer mechanism. The IRP Agent shall also be capable of making the necessary configuration changes in HNB GW, using the parameters and information contained in the transferred CM file. The detailed IRP-related requirements are defined in 3GPP TS 32.611 [7].
	End of 3rd modifications


