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6.4.1
1 Progress status

Percentage of completion: 100% (previously 70%)

Summary of progress: The RRC state transition measurements for MRO are not needed anymore in Rel-9, and by taking into account the already defined measurements for MRO and MLB in 32.425, the performance measurements for R9 SON functions are completed. 
2 Minutes

The RG session was held on <Q4, May 13, 2010>.

	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-101403
	R9 Measurement related to common LAs to support faster CS fallback in EPS
OAM Chair: Coverage should be “F”.
E///, NSN: why R9?
VF: SA2 R9 spec explicitly specified the requirements for these measurements.
HUAWEI: in consequences, why it is stage 2 requirement?

Moto: just to remove the word “stage 2”.

Conclusion: Revise to S5-101504, and S5-101504 is agreed.
	Motorola, VF

	S5-101404
	R10 Measurement related to common LAs to support faster CS fallback in EPS
OAM Chair: Coverage page OAM10 should be OAM9.
HUAWEI: typo in consequences.

Conclusion: Revise to S5-101505, and S5-101505 is agreed.
	Motorola, VF

	S5-101169
	Response LS on the support for load-related cause value in RRC Connection Reject message
Conclusion: Noted and response is not needed.
	R2-101867

	S5-101197
	LS on PDCP throughput measurements
Conclusion: Noted and response is not needed.
	R2-102655

	S5-101202
	32.425 changes to E-RAB release measurement addition
Moto: per QCI per cause is not needed.

NSN: No use case for per QCI per cause.

HUAWEI: Why QCI in HO?
Moto: different QCIs occupy different space of resources if the RAB is not successfully released after S1 or X2 HO.
Moto: it should be R10, as the use case is changed.

Conclusion: Update the use case, and change the measurement definitions accordingly.
	ALU

	S5-101222
	CR R9 Clarification of causes in HO measurements
ZTE: why R9?
Moto: use case is R9.
ZTE: The trigger is on L2, and the proposed causes are referred to L3, need some more wording to explain how it works.
HUAWEI: Suggest to rewording split to ( slit into
Conclusion: Revise to S5-101510, and S5-101510 is agreed.
	Motorola, NSN

	S5-101511
	CR 10 Clarification of causes in HO measurements

OAM Chairman: In cover page, it should be R10 but not R9.

Conclusion: Revise to a doc, and the new doc is agreed.
	Motorola, NSN

	S5-101302
	Rel-9 CR 32.425 Introduction of RRC state transition measurements for MRO

Withdrawn by author.
	HUAWEI

	S5-101470
	Reply to: LS on PDCP throughput measurements
Withdrawn by author.
	Ericsson
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