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1. Overall Description:

During RAN2#69bis meeting, RAN2 had some discussions on the principles of UE selection for MDT, i.e. selection of UEs to participate in the MDT measurement campaign. It was discussed in RAN2 that UE selection for MDT could be done by RAN and/or upper node (e.g. OAM, CN). RAN2 would like to request SA5 views on some of these topics.
Information to be used for UE selection

It was discussed in RAN2 that the following information could be considered (possibly among others) by the network for UE selection.

1. IMSI; 
This information can be used (although there is no RAN2 agreement that is shall be used) to identify the user and the user’s subscription profile. E.g. a network might want to select the particular user who indicated concerns or users with particular subscription profiles. 
2. IMEI (SV);

This information can be used (although there is no RAN2 agreement that is shall be used) to choose particular handset types deemed to be suitable for a MDT. E.g. a network might want to select particular handset types with similar radio measurement performances.
3. UE capability
RAN2 expects that the network (probably the RAN node) will select UEs depending on MDT related UE capability.
Note: Currently eNB is not aware of IMSI/IMEI(SV), RNC is not aware of IMEI(SV) except for trace.
Question 1: 

RAN2 would like to understand SA5 assumptions related to the above.
UE selection procedure/mechanism

RAN2 understands that SA5 is looking into using OAM functionality support, e.g. Trace functionality, in enabling MDT, and speculates that there is some relation with the chosen OAM functionality support and the UE selection procedure/mechanism for MDT.
Furthermore, RAN2 discussed for example the following possible functional split related to UE selection for MDT:

- Upper node (e.g. OAM, CN) provides information to the RAN node on whether a UE could be selected for MDT.
- RAN node takes into account the information received from upper node and selects which UE to participate in MDT (e.g. based on MDT related UE radio capability)
RAN2 requests SA5 to kindly answer the following questions:

Question 2:

Is the above functional split related to UE selection for MDT aligned with SA5 assumption? If not RAN2 would like to understand what is SA5 assumption.
Question 3:

What kind of OAM functionality support does SA5 foresee to enable (e.g. activate, deactivate and reporting) MDT? And how is it involved in the UE selection procedure/mechanism? 
Question 4:

Does SA5 have any view on what kinds of MDT policy related to a given UE (e.g. area to perform MDT data collection, MDT measurement configuration, etc.) will be provided to RAN? Additionally RAN2 would like to understand how the MDT policies are communicated from OAM domain to RAN.
2. Actions:

To SA5 group.

ACTION:
RAN2 kindly asks SA5 to answer the abovementioned questions and to give additional guidance if considered necessary.
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